Company:

Well:

Field: Cobia

CBA A28

Esso Australia Pty Ltd

Schiumberger

Run 1

Run 2

Rur

PVT DATA

Oil Density

Water Salinity

Gas Gravity

Bo

Bw

1/Bg

Bubble Point Pressure

Bubble Point Temperature

Solution GOR

Rig: 175 Country: Australia Maximum Deviation 60.22 deg
. . CEMENTING DATA
Junk Basket with 6" Gauge Ring Primary/Squeeze Primary
" . Casing String No
4 1/2" HSD Powerjet Omega Lead Cement Type
2| Perforation Record 19-July-09 Volume
> Density
% Bass Strait Elev.. KB. Water Loss
- S || Gippsland GL  -79.00m Additives
S @ 310 DF.  41.00m
s P < <|g Tail Cement Type
0 3 % < % Q Permanent Datum: MSL Elev.. _-79.00m Volume
— O @ O Wil |ogMeasured From: Drill Floor 120.00 m above Perm. Datum Density
c 2 Drilling Measured From: Drill Floor Water Loss
L2 g Additives
5 o § 3 E State: Max. Well Deviation Longitude Latitude
T i 3= 0 Victoria 60.22 deg 48* 18 32.995" E[ 28* 26° 57.465" S Expected Cement Top
Logging Date 19-Jul-2009 Logging Date
Run Number 1,2&3 Run Number
Depth Driller 3995 m Depth Driller
Schlumberger Depth 3948 m Schlumberger Depth
Bottom Log Interval 3958 m Bottom Log Interval
Top Log Interval 3470 m Top Log Interval
Casing Fluid Type Brine Casing Fluid Type
Salinity Salinity
Density 8.55 g/cm3 Density
Fluid Level Om Fluid Level
BIT/CASING/TUBING STRING BIT/CASING/TUBING STRING
Bit Size 9.875in Bit Size
From 587 m From
To 3995 m To
Casing/Tubing Size 7.000 in Casing/Tubing Size
Weight 26 lbm/ft Weight
Grade Grade
From 20m From
To 3992 m To
Maximum Recorded Temperatures \ Maximum Recorded Temperatures
Logger On Bottom \ Time | 19-Jul-2009 16:20 Logger On Bottom \ Time
Unit Number | Location 3829 | AUSL Unit Number | Location
Recorded By M. Pratt, B. Jones Recorded By
Witnessed By M. Culicut, S. Faulkner Witnessed By
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DEPTH SUMMARY LISTING

Date Created: 20-JUL-2009 5:42:47

Depth System Equipment

Depth Measuring Device

Tension Device

Logging Cable

Type:

Serial Number:
Calibration Date:
Calibrator Serial Number:
Calibration Cable Type:
Wheel Correction 1:
Wheel Correction 2:

IDW-H

796
8-May-2009
30

7-46ZV XS
-1

0

Type: CMTD-B/A
Serial Number: 2268
Calibration Date: 2-Jul-2009

Calibrator Serial Number: 1173
Number of Calibration Points: 9
Calibration RMS: 41
Calibration Peak Error: 51

Type: 7-462ZV XS
Serial Number: 708145
Length: 7010 M

Conveyance Method: Wireline
Rig Type: Offshore Fixed

Depth Control Parameters

Log Sequence:

First Log In the Well

Depth Control Remarks

1. Schlumberger Depth Control Policy followed
2. Primary Depth Control Device : IDW

3. Secondary Depth Control Device : Z Chart
4. Primary Tension Control Device : CMTD

5.
6.

DISCLAIMER

THE USE OF AND RELIANCE UPON THIS RECORDED-DATA BY THE HEREIN NAMED COMPANY (AND ANY OF ITS
AFFILIATES, PARTNERS, REPRESENTATIVES, AGENTS, CONSULTANTS AND EMPLOYEES) IS SUBJECT TO THE TERMS
AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED-DATA; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDINC
COMPANY’S USE OF AND RELIANCE UPON THE RECORDED-DATA; AND (c) CUSTOMER’S FULL AND SOLE RESPONSIBILITY
FOR ANY INFERENCE DRAWN OR DECISION MADE IN CONNECTION WITH THE USE OF THIS RECORDED-DATA.

OTHER SERVICESH1

OS1:  Tubing Corelation
0S2: GR, CCL

0S3:

08S4:

0S5:

REMARKS: RUN NUMBER 1

Log correlated to Schlumberger LWD log provided by client

Objective: RIH with Junk Basket & 6" Guage ring to HUD, ensure access forHSD run

Perforate Interval 3772m — 3776.5m with 4-1/2 "HSD 12spf, 135/45 deg phased

perforating gun using 4512 Powerjet Omega charges. Secure initiated.

Correlate Production string on depth using PGGT-C.




HUD tagged @ 3950.7m MDKB @ bottom of Junk Basket

CCL to Bottom Of Junk Basket = 2.52m

Gun 1: Top shot 3772m-3776.5m MDKB

CCL to Top Shot= 3.72m

CCL stop Depth = 3768.28m MDKB

Schlumberger crew:

Days: B. Glover, M. Hancock, Nights: K. Kerr, G. Brady

RUN 1 RUN 2
SERVICE ORDER #: 4500578305 SERVICE ORDER #:
PROGRAM VERSION: 17C0-154 PROGRAM VERSION:
FLUID LEVEL: om FLUID LEVEL:
LOGGED INTERVAL START STOP LOGGED INTERVAL START STOP
EQUIPMENT DESCRIPTION
RUN 1 RUN 2
SURFACE EQUIPMENT SURFACE EQUIPMENT
WITM (SHM) WITM (SHM)
DOWNHOLE EQUIPMENT DOWNHOLE EQUIPMENT
PEH-A " 10.21
PEH-A é
AH-64 [ 9.66
AH-64
PGGT-D = 9.26
PGGC Gamma Ray — 1.07
PGGH-D
Casing Co
Tension — TOOL ZERO
PEH-A " 4.47
PEH-A —
% AH-283 IJ_-I 7.48
WPSA m 7.32
AH-64 [ 3.92
AH-64
N L
iri 6.41
PGGT-D L 3.5 | Tifing Head L]
PGGC 1
PGGH-D Gamma Ray — 107 4-1/2" HSD PJ Omega 6.10
4-1/2" HSD PJ Omega 12spf
‘ CCL to Top Shot 3.72m ‘
Casing Co
Tension — TOOL ZERO

‘ A Em Parfaration Interval ‘




AH-283
AH-283

Junk Basket

6" Gauge Ring

SHM_GUN

MAXIMUM STRING DIAMETER 6.00 IN
MEASUREMENTS RELATIVE TO TOOL ZERO
ALL LENGTHS IN METERS

1.73

O [

1.57

& 0.05

TOOL BOTTOM 0.00 | SHM_GUN TOOL BOTTOM

MAXIMUM STRING DIAMETER 4.50 IN
MEASUREMENTS RELATIVE TO TOOL ZERO
ALL LENGTHS IN METERS

0.00

COBIA A28: Proposed Schematic

Original KB = 40.99 m
COBIA A28 Wibr KB: Check UDB Datain Excel

Working KB= 4099 m

Current KB selected =40.99m

Incl

mMR175 (TVD)

Schematic - Proposed

a
20
21
22
23
24
25

189
198
201
228
443
447
450
523

Plug, 180.7-201.3 mR175, 6/0172008
Conductor Pipe, 20in, 201.3 mR175

18, SSSV, 480.0mR175




168 554
::g ::z Surface Casing, 10 3Min, 584.0 mR175]
—— Surface Casing, 10 3Min, 585.0 mR 175
180 580 Primary Single, 21.6587.0 mR175, 6/07/2000
309 871
401 874 L [115, Mandrel - Skie Pocket, 9280 mR175
403 877
50.9 1114
59.1 1269
591 1271 ——————{1-20, Mandre! - Side Pocket, 1,651.0 mR175|
586 1,280
597 1309
a7 1401 1125 Mandrel - Side Pocket, 1,804.0 mR175|
59.7 1558
59.7 1560 [1-30, Mandrel - Side Pocket, 2,220 0 mR175]
597 1562
506 1829
506 1831 L (435, Mandrel- Side Pocket, 2,051 0 mR175)
596 1937
596 1938 L (9-35, Landing Nipple, 2,066 4 mR175]
50.6 2,148
585 2329
a5 2331 143, Packer, 3,7392 mR175]
505 2337
595 2339
595 2341
585 2350
596 2356
596 2358
50.6 2,360
506 2362 [1-60, No Ga Nipple, 38012 mR175]
596 2383
50.6 2,364
g00 2453 4 [Production Casing, 7in, 3,982.0 mR175]
§0.0 2460
Esso Australia Pty Ltd. Report gensrated on 17072008

Schiumberger Job Events Summary

Schlumberger Job Event Summary

Time Elapsed Depth File
Time (M)
Log Pass (up) 19-Jul-2009 16:49 000:22 3963.8 - 3467.4 PERFO_016LUP
Log Pass (up) 20-Jul-2009 20:43 000:10 3850.1 - 3750.0 PERFO_042LUP
Log Pass (up) 20-Jul-2009 20:56 000:53 3850.1 - 3719.5 PERFO_043LUP
Log Pass (up) 22-Jul-2009 13:36 000:07 3801.9 - 3724.2 PERFO_113LUP




Schiumberger Production Tubing Correlation

MAXIS Field Log

Company: Esso Australia Pty Ltd Well: CBA A28

Input DLIS Files
DEFAULT PERFO_113LUP FN:83 PRODUCER 22-Jul-2009 13:36 3801.9 M 37242 M

Output DLIS Files
DEFAULT PERFO_114PUP FN:84 PRODUCER 22-Jul-2009 13:47 3803.4 M 3725.7M

OP System Version: 17C0-154

SHM_GUN 17C0-154 PGGT-CC 17C0-154

Casing Collar Locator (CCL)
-19 (———- 1

Gamma Ray (GR) Shifted Casing Collar Locator (SCCL) Tension (TENS)

0 (GAPI) 150 -10 (——- 10{1000 (LBF) 4500
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P B X Pickup
Gamma Ray (GR) Shifted Casing Collar Locator (SCCL) | Tension (TENS) |
0 (GAPI) 150 -10 (———- 10/1000 (LBF) 4500
Casing Collar Locator (CCL)
-19 (-——- 1

Parameters
DLIS Name Description Value




System and Miscellaneous

DO Depth Offset for Playback 15 M
PP Playback Processing NORMAL
Format: CORRELATION Vertical Scale: 1:200 Graphics File Created: 22-Jul-2009 13:47

OP System Version: 17C0-154

SHM_GUN 17C0-154 PGGT-CC 17C0-154

Input DLIS Files
DEFAULT PERFO_113LUP FN:83 PRODUCER 22-Jul-2009 13:36 3801.9 M 37242 M

Output DLIS Files
DEFAULT PERFO_114PUP FN:84 PRODUCER 22-Jul-2009 13:47

Junk Basket # 2 with 6" Gauge Ring
Correlation Pass

Schiumbergep

MAXIS Field Log

Company: Esso Australia Pty Ltd Well: CBA A28

Input DLIS Files
DEFAULT PERFO_051LUP FN:55 PRODUCER 21-Jul-2009 02:37 3820.5 M 3489.8 M

Output DLIS Files

DEFAULT PERFO_055PUP FN:59 PRODUCER 21-Jul-2009 05:08 3816.1 M 3485.5 M
CUSTOMER PERFO_055PUC FN:60 CUSTOMER 21-Jul-2009 05:08 3816.1 M 3485.5 M

OP System Version: 17C0-154

SHM_GUN 17C0-154 PGGT-D 17C0-154

Casing Collar Locator (CCL)
-19 (———- 1

Gamma Ray (GR) Shifted Casing Collar Locator (SCCL) Tension (TENS)

0 (GAPI) 150 -10 (———- 10/1000 (LBF) 4500
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Gamma Ray (GR) Shifted Casing Collar Locator(SCCL) | Tension(TENS)
0 (GAPI) 150 -10 (-——- 10(1000 (LBF) 4500
Casing Collar Locator (CCL)
-19 (-——- 1
Parameters
DLIS Name Description Value
System and Miscellaneous
DO Depth Offset for Playback -44 M
PP Playback Processing NORMAL
Format: CORRELATION Vertical Scale: 1:200 Graphics File Created: 21-Jul-2009 05:08
OP System Version: 17C0-154
SHM_GUN 17C0-154 PGGT-D 17C0-154

Inbut DI IS Filee




DEFAULT PERFO_051LUP FN:55 PRODUCER 21-Jul-2009 02:37 3820.5 M 3489.8 M

Output DLIS Files

DEFAULT PERFO_055PUP FN:59 PRODUCER 21-Jul-2009 05:08
CUSTOMER PERFO_055PUC FN:60 CUSTOMER 21-Jul-2009 05:08

4-1/2" HSD Power jet Omega
Shooting Pass

Schiumberger

MAXIS Field Log

PERFO2 Operational Summary Listing
Device Status Req Depth ( M) Obs Depth ( M) Time Used

GUN1 Used 3772.0 3772.0 Mon Jul 20 21:10:30 2009
Company: Esso Australia Pty Ltd Well: CBA A28
Output DLIS Files
DEFAULT PERFO_043LUP FN:47 PRODUCER 20-Jul-2009 20:56 3850.1 M 3719.5 M

OP System Version: 177C0-154

SHM_GUN 17C0-154 PGGT-D 17C0-154
Casing Collar Locator (CCL)
-19 (——- 1
Gamma Ray (GR) Shifted Casing Collar Locator(SCCL) | Tension(TENS)
0 (GAPI) 150 -10 (———- 101000 (LBF) 4500
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CCL to Top Shot 3.72m

Top Shot 3772.0m
Bottom Shot 3776.5m

CCL Stop Depth 3768.28m
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————— e ————————— B L L L L

0 (GAPI) 150 -10 (———- 10/1000 (LBF) 4500
Casing Collar Locator (CCL)
-19 (———- 1
Format: CORRELATION Vertical Scale: 1:200 Graphics File Created: 20-Jul-2009 20:57
OP System Version: 17C0-154
SHM_GUN 17C0-154 PGGT-D 17C0-154
Output DLIS Files
DEFAULT PERFO_043LUP FN:47 PRODUCER 20-Jul-2009 20:56

4-1/2" HSD Power jet Omega
Correlation Pass

Schiumbergep

MAXIS Field Log

Company: Esso Australia Pty Ltd Well: CBA A28

Output DLIS Files
DEFAULT PERFO_042LUP FN:46 PRODUCER 20-Jul-2009 20:43 3850.1 M 3750.0 M

OP System Version: 17C0-154

SHM_GUN 17C0-154 PGGT-D 17C0-154
Casing Collar Locator (CCL)
-19 (-——- 1
Gamma Ray (GR) Shifted Casing Collar Locator(SCCL) | Tension(TENS)
0 (GAPI) 150 -10 (-—- 10/1000 (LBF) 4500
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Gamma Ray (GR) Shifted Casing Collar Locator (SCCL) | Tension (TENS) |
0 (GAPI) 150 -10 (———- 10/1000 (LBF) 4500
Casing Collar Locator (CCL)
-19 (———- 1
Format: CORRELATION Vertical Scale: 1:200 Graphics File Created: 20-Jul-2009 20:43

OP System Version: 17C0-154

SHM_GUN 17C0-154 PGGT-D 17C0-154
Output DLIS Files
DEFAULT PERFO_042LUP FN:46 PRODUCER 20-Jul-2009 20:43

Schiumberger

Junk Basket wih 6" Gauge Ring
Correlation Pass

MAXIS Field Log

Company: Esso Australia Pty Ltd

Well: CBA A28

DEFAULT PERFO_016LUP

Input DLIS Files
FN:15 PRODUCER 19-Jul-2009 16:49 3963.8 M 3467.4 M




Output DLIS Flles

DEFAULT PERFO_056PUP FN:61 PRODUCER 21-Jul-2009 05:20 3965.1 M 3468.9 M
CUSTOMER PERFO_056PUC FN:62 CUSTOMER 21-Jul-2009 05:20 3965.1 M 3468.9 M

OP System Version: 17C0-154

SHM_GUN 17C0-154 PGGT-D 17C0-154
Casing Collar Locator (CCL)
-19 (-——- 1
Gamma Ray (GR) Shifted Casing Collar Locator (SCCL) | Tension (TENS) |
0 (GAPI) 150 -10 (-——- 10[1000 (LBF) 4500
I'g %
2 <
< :
b 3475 :
< i :
d .
<l :
= 5.
< !
g 3.
N ;
4 !
st i |
2 1 |
</ i
- :‘
9 :
D :
S ‘
s i g
( 3500 :
) :
(> :
) : -:
i :
4 i :
i :
Z i e
) : $ :
7 i : :
; i =.
< | ? | $ | :




¥

Ye] o
A Y9}
Y9} 0
(ep} (ep}

R R TR e At R




||||||||||||||||||||||||||||||||||||||||||||

é§ =1k v TeTPrT Y e Ty Y gy oy m vw YTV TR W W WY W g TR WYY 1Y Ty
A N A N b AA AR T A S A N AR
A AR A SR %A VAR AN M AV SA N S R
7 v < 7




o
s

‘b

k 2

3

E 3

Lisams

3625

3650

T




3

3700

3725

\/




k 3

3750

3775




lllllllllllllllllllllllllllll

lllllllll

||||||

||||||||||||

b
=
<

3800

3825

V'V

AN

o

N_/




3850

3875

3900




+

3950




/N

>
A
D
/
0

|
.

et

s

Gamma Ray (GR) Shifted Casing Collar Locator (SCCL) | Tension (TENS) |
0 (GAPI) 150 -10 (-——- 10(1000 (LBF) 4500
Casing Collar Locator (CCL)
-19 (-——- 1
Parameters
DLIS Name Description Value
System and Miscellaneous
DO Depth Offset for Playback 14 M
PP Playback Processing RECOMPUTE
Format: CORRELATION Vertical Scale: 1:200 Graphics File Created: 21-Jul-2009 05:20
OP System Version: 17C0-154
SHM_GUN 17C0-154 PGGT-D 17C0-154
Input DLIS Files
DEFAULT PERFO_016LUP FN:15 PRODUCER 19-Jul-2009 16:49 3963.8 M 3467.4 M
Output DLIS Files
DEFAULT PERFO_056PUP FN:61 PRODUCER 21-Jul-2009 05:20
CUSTOMER PERFO_056PUC FN:62 CUSTOMER 21-Jul-2009 05:20

Company:

Well:
Field:
Rig:
Country:

Esso Australia Pty Ltd

Schiumberger

CBA A28
Cobia
175
Australia

Junk Basket with 6" Gauge Ring
4 1/2" HSD Powerjet Omega
Perforation Record 19-July-09




