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Depth Control Remarks

1. IDW−EB 6373 used as primary depth control.
2. Z−Chart as Backup
3. 
4. 
5. 
6. 

Reference Log Date:
Subsequent Trip Down Log Correction:

CCL Stop Depth: 3028 m MDKB
CCL to top of seal = 7m
Top of seal @ 3035 m MDKB
Maximum Deviation = 61deg @ 2340m MDKB
Perforate the well over the interval 2796.5m to 2797.5m MDKB using a 2−1/8" 6 SPF, 45 deg phased Powerjet gun with MWPT.
Objectives: Set a 7" Posiset plug with top of seal at 3035 m MDKB then dump approximately 1m of cement on top.
Log correlated to ExxonMobil Solar Composite Log supplied with logging program.
REMARKS:  RUN NUMBER 1
OS5:
OS4:
OS3:
OS2:

NoneOS1:
OTHER SERVICES1

DISCLAIMER
THE USE OF AND RELIANCE UPON THIS RECORDED−DATA BY THE HEREIN NAMED COMPANY (AND ANY OF ITS
AFFILIATES, PARTNERS, REPRESENTATIVES, AGENTS, CONSULTANTS AND EMPLOYEES) IS SUBJECT TO THE TERMS
AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED−DATA; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDING
COMPANY’S USE OF AND RELIANCE UPON THE RECORDED−DATA; AND (c) CUSTOMER’S FULL AND SOLE RESPONSIBILITY
FOR ANY INFERENCE DRAWN OR DECISION MADE IN CONNECTION WITH THE USE OF THIS RECORDED−DATA.

DEPTH SUMMARY LISTING

Depth System Equipment

Depth Control Parameters

Date Created: 17−NOV−2008  8:13:25

Depth Measuring Device

Type: IDW−EB
Serial Number: 6373
Calibration Date: 04−jan−2007
Calibrator Serial Number: 9
Calibration Cable Type: 2−32ZT
Wheel Correction 1: −2
Wheel Correction 2: −4

Tension Device

Type: PSDS/OSDS
Serial Number: 325337
Calibration Date: 4−Nov−2008
Calibrator Serial Number: 1174
Calibration Gain: 0.90
Calibration  Offset: −115.00

Logging Cable

Type: 2−32ZT
Serial Number: 207308
Length: 6450  M

Conveyance Method: Wireline
Rig Type: Rigless

Log Sequence: Subsequent Trip To the Well

Reference Log Name: Solar Composite Log
Reference Log Run Number:
Reference Log Date:
Subsequent Trip Down Log Correction:

          

          

          



8.67MPSU−CA 1011
MPSU−CA 1011

9.13CCL−L 359
CCL−L 359

9.47

10.16

10.84

11.53

12.21

TOOL ZEROTension 
Head Volt 
Cable Cur 

Tachomete 
CCL 

7.55MWPT−CA 11
MWPH−AA 94
MWPS−AA 11

8.53MWGT−AA 19
MWPG−AA 19
MWGH−AA 19

8.63AH−124 7002

8.96

9.64

10.33

11.01

11.70

TOOL ZEROTension 
SMWP Temp 

SMWP Pres 
CCL 

2.41MWPG GR 

SWBS−B 789

SWBS−B 785

SWBS−B 786

SWBS−B 787

SWHS−A 759

SWBS−B 788

SWBS−B 787

SWBS−B 786

SWBS−B 785

SWHS−A 759

                                                        
                                                        
                                                        
                                                        
                                                        

RUN 1

Schlumberger crews: C Shiells , G Blandford
2.13 Dummy Plug Ran to ensure access for Posiset Plug.

After gun Fired:      SBHT = 211.68 degF     SBHP = 2460.21 psia
Before Gun Fired:   SBHT = 211.14 degf      SBHP = 2087.61 psia
CCL Stop Depth = 2793m MDKB
CCL to Top Shot = 3.5m
Top Shot @ 2796.5m MDKB
Gun #1 2796.5m to 2797.5m MDKB

CCL Stop Depth: 3028 m MDKB

STOP STOPSTART STARTLOGGED  INTERVAL LOGGED  INTERVAL
1735 mFLUID LEVEL:

16C0−147PROGRAM VERSION:
AUSL08356995SERVICE ORDER #:

EQUIPMENT   DESCRIPTION
RUN 1 RUN 2

DOWNHOLE  EQUIPMENT

12.90

SURFACE  EQUIPMENT
MPBM

DOWNHOLE  EQUIPMENT

12.39

SURFACE  EQUIPMENT
MWPM−AA

SWBS−B 788 SWBS−B 789



MD
Production String Well Schematic Casing String

MDOD ID OD ID

(in) (m) (m) (in)

14.4 13.375 Casing String

550.0 13.375 Casing Shoe

13.3 13.375 7.000 Liner Hanger

13.3 7.000 Casing String

12.23.500Tubing

12.27.000 3.500Tubing Hanger

447.03.500SSSV

1278.03.500Gas Lift Mandrel

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 2.13 IN

2.26MPEX−7" 26lb/ft Posiset Plug 
MPEX−7" 26lb/ft Posiset Plug

TOOL BOTTOM

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 2.13 IN

2.74MWP_GUN 
GUN−2 1/8" Phased Powerjet 1

2.97AH−Firing Head 1

3.40AH−ESIC 4007395
AH−ESIC 4007395

3.94MPD−MB 336
MPD−MB 336

4.27SAH−G 1035
SAH−G 1035

4.73AH−Flex Joint 42
AH−Flex Joint 42

TOOL BOTTOM



 
Schlumberger Job Event Summary

 

                                    Time          Elapsed       Depth            File
                                                   Time         (M)

 
Log Pass (up)                  18−Nov−2008 14:52  000:34   3052.9 −  2476.3    PSP_020LUP                          
Log Pass (up)                  19−Nov−2008  7:51  000:04   2593.1 −  2562.1    MPBT_034LUP                         
Log Pass (up)                  19−Nov−2008  8:06  000:05   3019.7 −  2984.3    MPBT_036LUP                         
Log Pass (up)                  19−Nov−2008  8:13  000:07   3025.3 −  2992.2    MPBT_037LUP                         
Simulated Log                  19−Nov−2008  8:25  000:26                       MPBT_038LUP                         
Log Pass (up)                  19−Nov−2008  8:51  000:06   3027.9 −  2974.1    MPBT_039LUP                         
Log Pass (up)                  19−Nov−2008 11:17  000:07   3026.4 −  2974.7    PERFO_043LUP                        
Log Pass (up)                  19−Nov−2008 13:17  000:08   3025.6 −  2971.2    PERFO_046LUP                        
Log Pass (up)                  20−Nov−2008  8:00  000:05   2816.4 −  2772.3    PERFO_056LUP                        
Log Pass (up)                  20−Nov−2008  8:07  000:19   2817.6 −  2770.8    PERFO_057LUP                        
Station Log                    20−Nov−2008  8:12  000:10   2793.0 −     1.6    PERFO_058LTP                        
 

MAXIS Field Log

Job Events Summary

3273.0 7.000 Casing Shoe

2340.03.500Gas Lift Mandrel

2356.73.500Nipple

2546.77.000 3.500Packer

2550.03.500Nipple

2564.43.500Bell Nipple Guide

3186.0 PBTD

3048.0 Perforation Zone

3170.0 MAXAR GUNS

3045.77.000 0.000Bridge Plug
3044.7 Cement

3039.0 Perforation Zone



8.2 8.3 8.4
T (hr)

99.0

100.0

D
E

G
C

14000.0

15000.0

K
P

A

     TIME      KPA           PSIA         DEGF
  
    2730.0   14393.5855    2087.6171     211.1460
    2760.0   14405.0528    2089.2803     211.3331
    2790.0   14405.6215    2089.3628     211.3284
    2820.0   14406.3994    2089.4756     211.3247 Gun Fired
    2850.0   15857.0603    2299.8762     212.4923
    2880.0   16205.1650    2350.3645     211.7893
    2910.0   16340.1623    2369.9442     211.6680
    2940.0   16502.2813    2393.4576     211.6704

101.0

102.0

16000.0

17000.0

   SGP_BDYN_01
   TEMP_BDYN_01

MAXIS Field Log

Gun # 1 Fired @ 
2796.5m to 2797.5m MDKB



OP System Version: 16C0−147
MCM

MWP_GUN 16C0−147 MWPT−CA 16C0−147
MWGT−AA 16C0−147

Output DLIS Files
DEFAULT PERFO_057LUP FN:56 PRODUCER 20−Nov−2008 08:07

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)2000 2600

Temperature (TEMP_MWPT)
(DEGF)200 220

Tension (TENS)
(LBF)0 2000

Strain Gauge Pressure (SGP)
(PSIA)0 20

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

2465.0211.2
2775

2464.8211.1

2464.3211.1

2464.3211.1

2464.8211.2

    2970.0   16606.6548    2408.5957     211.6741
    3000.0   16689.5398    2420.6172     211.6790
    3030.0   16754.7286    2430.0721     211.6837
    3060.0   16827.1159    2440.5710     211.6971
    3090.0   16715.5853    2424.3947     211.7202
    3120.0   16690.9980    2420.8286     211.7372
    3150.0   16741.9247    2428.2149     211.7335
    3180.0   16805.5857    2437.4481     211.7310
    3210.0   16862.5989    2445.7173     211.7274
    3240.0   16913.3660    2453.0804     211.7140
    3270.0   16942.6181    2457.3230     211.7056
    3300.0   16954.2744    2459.0136     211.7040
    3330.0   16962.5723    2460.2170     211.6850

 Company: Esso Australia Pty Ltd.  Well: A−15a 

Output DLIS Files

MAXIS Field Log

Gun Shooting Pass



Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)2000 2600

Temperature (TEMP_MWPT)
(DEGF)200 220

Tension (TENS)
(LBF)0 2000

Strain Gauge Pressure (SGP)
(PSIA)0 20

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

2106.1211.8

2106.2211.8

2105.7211.8

2104.7211.8

2103.9211.8

2102.8211.7

2101.9211.7

2101.1211.7

2100.0211.7

2099.0211.6

2098.1211.6

2097.1211.6

2096.1211.6

2095.2211.5
2800 2094.2211.5

2093.5211.5

2092.6211.5

2091.5211.4

2090.6211.4

2089.6211.4

2463.4211.7

2463.0211.7

2463.2211.6

2463.9211.6

2463.5211.6

2462.8211.6

2462.5211.5

2462.4211.5

2463.2211.4

2463.1211.4

2464.1211.3

2464.9211.3

2464.8211.2

2098.1211.6

Top Shot @ 2796.5m MDKB

CCL to Top Shot = 3.5m 

CCL Stop Depth = 2793m MDKB



OP System Version: 16C0−147
MCM

MWP_GUN 16C0−147 MWPT−CA 16C0−147
MWGT−AA 16C0−147

Output DLIS Files
DEFAULT PERFO_056LUP FN:55 PRODUCER 20−Nov−2008 08:00

 Company: Esso Australia Pty Ltd.  Well: A−15a 

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)2000 2600

Temperature (TEMP_MWPT)
(DEGF)200 220

Tension (TENS)
(LBF)0 2000

Strain Gauge Pressure (SGP)
(PSIA)0 20

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

2074.8210.9

2074.8210.9

2075.4210.9
2775

Output DLIS Files
DEFAULT PERFO_057LUP FN:56 PRODUCER 20−Nov−2008 08:07

OP System Version: 16C0−147
MCM

MWP_GUN 16C0−147 MWPT−CA 16C0−147
MWGT−AA 16C0−147

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 20−Nov−2008 08:07

 Company: Esso Australia Pty Ltd.  Well: A−15a 

Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

Time Mark Every  60 S

MAXIS Field Log

Gun Correlation Pass



Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)2000 2600

Temperature (TEMP_MWPT)
(DEGF)200 220

Tension (TENS)
(LBF)0 2000

Strain Gauge Pressure (SGP)
(PSIA)0 20

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

2104.3211.8

2104.4211.8

2103.7211.8
CCL 2102.8211.8

CS
2101.8211.8

2100.9211.8

2099.9211.7
GR

2098.9211.7

2097.8211.7

2097.1211.7

2096.1211.6

2095.1211.6

2094.2211.6
2800 2093.3211.6 SGP

2092.3211.5

2091.4211.5

2090.5211.4

2089.6211.4

2088.6211.4

2087.7211.4
TEMP_MWPT

2086.7211.3

2085.7211.3 TENS

2084.7211.3
SGP 2083.8211.2

TEMP_MWPT
2083.1211.2

2082.0211.2

2081.0211.1

2080.2211.1

2079.1211.1

2078.2211.0

2077.3211.0

2076.3210.9

2075.4210.9

2096.1211.6



OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

Output DLIS Files
DEFAULT PERFO_046LUP FN:45 PRODUCER 19−Nov−2008 13:17 3025.6 M 2971.2 M

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 1000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

2975

Output DLIS Files
DEFAULT PERFO_056LUP FN:55 PRODUCER 20−Nov−2008 08:00

OP System Version: 16C0−147
MCM

MWP_GUN 16C0−147 MWPT−CA 16C0−147
MWGT−AA 16C0−147

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 20−Nov−2008 08:00

Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

Time Mark Every  60 S

MAXIS Field Log

Cement Dump Pass



Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 1000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

3025

Cement Dumped @ 3024m MDKB

CCL to Bottom of Bailer = 12m

CCL Stop Depth = 3022m MDKB

3000



Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 1000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

2975

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

Output DLIS Files
DEFAULT PERFO_043LUP FN:42 PRODUCER 19−Nov−2008 11:17 3026.4 M 2974.7 M

Output DLIS Files
DEFAULT PERFO_046LUP FN:45 PRODUCER 19−Nov−2008 13:17

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

 Format: PERFO_1       Vertical Scale:   1:200  Graphics File Created: 19−Nov−2008 13:17
CCLT CCL Detection Level 0.3 V

PIP SUMMARY

MAXIS Field Log

Water Dump Pass



Output DLIS Files
DEFAULT PERFO_043LUP FN:42 PRODUCER 19−Nov−2008 11:17

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

 Format: PERFO_1       Vertical Scale:   1:200  Graphics File Created: 19−Nov−2008 11:17

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 1000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

3025

3000

Water Dumped @ 3034m MDKB

CCL to Bottom of Bailer = 12m

CCL Stop Depth = 3022m MDKB



3000

OP System Version: 16C0−147
MCM

MPEX−7" 26lb/ft MPSU−CA 16C0−147
CCL−L 16C0−147

Output DLIS Files
DEFAULT MPBT_039LUP FN:38 PRODUCER 19−Nov−2008 08:51 3027.9 M 2974.1 M

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

2975

MAXIS Field Log

Log Away From Plug Setting 



Output DLIS Files
DEFAULT MPBT_038LUP FN:37 PRODUCER 19−Nov−2008 08:25

Output DLIS Files
DEFAULT MPBT_039LUP FN:38 PRODUCER 19−Nov−2008 08:51

OP System Version: 16C0−147
MCM

MPEX−7" 26lb/ft MPSU−CA 16C0−147
CCL−L 16C0−147

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 19−Nov−2008 08:51

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

MAXIS Field Log

7" Posiset Plug Setting
Top of Seal @ 3035m MDKB

Parameters

DLIS Name Description Value

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

3025

Log Away off Depth due to loss of Plug Weight



 18.8

 19.8

 20.8

 21.8

 22.8

OP System Version: 16C0−147
MCM

MPEX−7" 26lb/ft MPSU−CA 16C0−147
CCL−L 16C0−147

MPBM Cable Current (CCUR)
(MA)300 700

Differential Tension (DTEN)
(LBF)−200 200

MPSU Head Voltage (HV)
(V)250 350

MPSU Run
Status
(STAT)

(−−−−)0 10

Tension (TENS)
(LBF)2000 0

RUN Time
(RTIM)
(MN)

ON/Int
From D3T
to STAT

PIP SUMMARY

MPSU Run Time  Every  1 MN
MPSU Run Time Every  10 MN

Time Mark Every  60 S

 24.8

 23.8
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 Format: MPBT       Vertical Scale:   1:600  Graphics File Created: 19−Nov−2008 08:25

Parameters

DLIS Name Description Value
MPSU−CA: MECHANICAL PLUGBACK SETTING UNIT

IPUMP Intensifier Pump TRUE

MPBM Cable Current (CCUR)
(MA)300 700

Differential Tension (DTEN)
(LBF)−200 200

MPSU Head Voltage (HV)
(V)250 350

MPSU Run
Status
(STAT)

(−−−−)0 10

Tension (TENS)
(LBF)2000 0

RUN Time
(RTIM)
(MN)

ON/Int
From D3T
to STAT

PIP SUMMARY

MPSU Run Time  Every  1 MN
MPSU Run Time Every  10 MN

Time Mark Every  60 S

  0.0

  0.8

  1.8

  2.8

  3.8

  4.8

  5.8

  6.8



Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

3000

Output DLIS Files
DEFAULT MPBT_037LUP FN:36 PRODUCER 19−Nov−2008 08:13

Output DLIS Files
DEFAULT MPBT_038LUP FN:37 PRODUCER 19−Nov−2008 08:25

OP System Version: 16C0−147
MCM

MPEX−7" 26lb/ft MPSU−CA 16C0−147
CCL−L 16C0−147

 Format: MPBT       Vertical Scale:   1:600  Graphics File Created: 19−Nov−2008 08:25

OP System Version: 16C0−147
MCM

MPEX−7" 26lb/ft MPSU−CA 16C0−147
CCL−L 16C0−147

PIP SUMMARY

MAXIS Field Log

Plug Correlation Pass



OP System Version: 16C0−147
MCM

MPEX−7" 26lb/ft MPSU−CA 16C0−147
CCL−L 16C0−147

Output DLIS Files
DEFAULT MPBT_034LUP FN:33 PRODUCER 19−Nov−2008 07:51 2593.1 M 2562.1 M

Output DLIS Files
DEFAULT MPBT_037LUP FN:36 PRODUCER 19−Nov−2008 08:13

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

MAXIS Field Log

Plug Correlated to EOT

OP System Version: 16C0−147
MCM

MPEX−7" 26lb/ft MPSU−CA 16C0−147
CCL−L 16C0−147

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 19−Nov−2008 08:13

Output DLIS Files

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

3025



Output DLIS Files
DEFAULT MPBT_034LUP FN:33 PRODUCER 19−Nov−2008 07:51

OP System Version: 16C0−147
MCM

MPEX−7" 26lb/ft MPSU−CA 16C0−147
CCL−L 16C0−147

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 19−Nov−2008 07:51

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

Dummy Plug Pass

2575

EOT



Cable Speed (CS)
(F/HR)0 5000

Discriminat
ed CCL
(CCLD)

(V)3 −1

Gamma Ray (GR)
(GAPI)0 150

Tension (TENS)
(LBF)0 2000

Well Temperature (WTEP)
(DEGF)190 220

Temperature
(WTEP)
(DEGF)

Well Pressure
(WPRE)
(PSIA)

Perfo
Zone
From

PERFO_
CURVE to

D3T

197.81856.83

197.81855.40

197.71854.17

2475 197.71854.09

197.71854.09

197.71854.09

197.91858.19

OP System Version: 16C0−147
MCM

PSPT−A/B SRPC−3624−Q2_2008_OP16

Input DLIS Files
DEFAULT PSP_020LUP FN:19 PRODUCER 18−Nov−2008 14:52 3052.9 M 2476.3 M

Output DLIS Files
DEFAULT PSP_023PUP FN:22 PRODUCER 18−Nov−2008 15:31 3051.5 M 2467.8 M

 Company: Esso Australia Pty Ltd.  Well: A−15a 

Well Temperature (WTEP)
(DEGF)0 4

Well Pressure (WPRE)
(PSIA)1800 2300

Amplified Well Pressure (WPRE)
(PSIA)0 20

Temperature
(WTEP)

Well Pressure
(WPRE)

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

Dummy Plug Pass



199.61895.53

TENS
WTEP 199.51893.50

WTEP
WPRE

199.51891.64 WPRE

199.41889.79

199.31887.85

199.31885.79
2525

199.21884.06

199.11882.10

199.01880.18

198.91878.36

198.81876.50

199.71897.36

198.81874.53

198.71872.73

198.61870.83

198.51868.89

198.41867.102500

198.31865.12

198.21863.28

198.11862.20

198.11860.86

198.01859.47

197.91858.19

198.81876.50



202.11936.93

202.01935.11

201.91933.16

201.81931.24

201.71929.41

201.61927.52

201.51925.59

201.31923.74

2575
201.21921.83

201.11919.91

200.91918.09

202.21938.85

200.81916.21

200.51914.26

200.41912.55

200.21910.62

CS
CCLD 200.11908.73

200.01906.85

GR 199.91904.88
2550

199.91903.02

199.81901.20

PIFL
199.71899.21

199.71897.36

200.91918.09

EOT



205.11979.652650

204.81977.63
PIFL

204.61975.71

204.41973.72

204.31971.71 TENS
WTEP

WTEP 204.11969.87
WPRE

WPRE
204.01967.87

203.81965.88

203.81964.02

203.61961.95

2625 203.41959.97

205.31981.60

203.31958.10

203.21956.13

203.01954.16

202.91952.30

202.81950.32

202.71948.35

202.71946.50

202.61944.58

202.51942.60

2600
202.41940.77

202.21938.85

2625 203.41959.97



207.52022.56

207.52020.59

207.42018.60
2700

207.32016.76

207.32014.78

207.22012.80

207.22010.93

207.12008.93

207.02006.91

207.02005.04

206.92003.07

207.62024.41

206.82001.08

206.81999.23
2675

206.71997.22

206.61995.26

206.51993.35

206.41991.37

206.21989.40

206.01987.50 CS
CCLD

205.81985.50

205.61983.49

GR
205.31981.60

206.92003.07



208.72064.95

208.72063.11

208.62061.16

208.52059.21

208.52057.36

2750
208.42055.37

208.42053.38

208.32051.56

CS
CCLD 208.32049.59

208.22047.62

GR 208.22045.73

208.82066.92

208.12043.75

208.12041.79

PIFL
208.12039.95

208.02038.03

2725

208.02036.05
TENS

WTEP 207.92034.20
WTEP

WPRE
207.92032.26 WPRE

207.82030.30

207.72028.40

207.72026.40

207.62024.41

GR 208.22045.73



210.22107.13

210.12105.17

210.12103.28

210.02101.41

210.02099.45

209.92097.64

209.82095.64

209.82093.692800

209.72091.87

209.72089.89

209.62087.92

210.22109.05

209.52086.08

209.52084.13

209.42082.21

209.32080.34

209.22078.44

209.22076.44

2775 209.12074.60

209.02072.62

209.02070.69

208.92068.87

208.82066.92

209.62087.92



2875

211.32149.06

211.22147.08

211.22145.19

211.12143.34

211.12141.43

211.02139.45

211.02137.62

210.92135.68

210.92133.75

210.82131.92
2850

210.82129.97

211.32150.95

210.72128.05CS
CCLD

210.72126.22

210.62124.28

GR

210.62122.32

210.52120.56

210.52118.56
PIFL

210.42116.63

210.42114.81

210.32112.82 TENS2825
WTEP

WTEP 210.32110.88
WPRE

WPRE
210.22109.05

210.82129.97



212.52190.59

212.42188.93

TENS
2925 WTEP 212.42187.11

WTEP
WPRE

212.32184.92 WPRE

212.32183.28

212.22181.43

212.22179.32

212.12177.67

212.12175.64

212.02173.66

212.02172.04

212.52192.74

211.92169.90

2900
211.92168.14

211.82166.33

211.82164.16

211.72162.43

211.72160.61

211.62158.42

211.62156.72

211.52154.87

211.42152.78

211.32150.95

212.02172.04



213.82231.92

213.72230.15

213.62228.23

213.52226.24

213.42224.582975

213.42222.70

213.32220.60

213.22218.90

213.22217.17

213.12215.00

213.12213.22

213.92233.72

213.02211.55

213.02209.43

212.92207.61

2950 212.92205.96

212.82203.85

CS
CCLD 212.82201.94

212.72200.29

GR 212.72198.33

212.62196.29

212.62194.64

PIFL
212.52192.74

213.12213.22



214.82271.65

214.72271.23

214.82269.17

214.82267.29

214.82265.46
CS

CCLD
214.82263.55

214.82261.83

3025
GR

214.82259.89

214.82258.04

214.82256.29

PIFL

214.82254.35

214.82271.59

214.82252.39

214.82250.62
TENS

WTEP
214.82248.76 WTEP

WPRE
WPRE 214.72246.85

214.72245.06

214.52243.21
3000

214.32241.23

214.22239.32

214.12237.58

213.92235.70

213.92233.72

214.82254.35



Input DLIS Files
DEFAULT PSP_020LUP FN:19 PRODUCER 18−Nov−2008 14:52 3052.9 M 2476.3 M

Output DLIS Files
DEFAULT PSP_023PUP FN:22 PRODUCER 18−Nov−2008 15:31

Parameters

DLIS Name Description Value
System and Miscellaneous

DO Depth Offset for Playback −1.3 M
PP Playback Processing NORMAL

OP System Version: 16C0−147
MCM

PSPT−A/B SRPC−3624−Q2_2008_OP16

 Format: PSP_1       Vertical Scale:   1:200  Graphics File Created: 18−Nov−2008 15:31

PIP SUMMARY

Time Mark Every  60 S

2−1/8" Phased Powerjet MWPT

Company:

Well:
Field:
Rig:
Country:

Esso Australia Pty Ltd.

A−15a
Tuna
Crane / Prod 4
Australia

Cable Speed (CS)
(F/HR)0 5000

Discriminat
ed CCL
(CCLD)

(V)3 −1

Gamma Ray (GR)
(GAPI)0 150

Tension (TENS)
(LBF)0 2000

Well Temperature (WTEP)
(DEGF)190 220

Well Temperature (WTEP)
(DEGF)0 4

Well Pressure (WPRE)
(PSIA)1800 2300

Amplified Well Pressure (WPRE)
(PSIA)0 20

Temperature
(WTEP)
(DEGF)

Well Pressure
(WPRE)
(PSIA)

Perfo
Zone
From

PERFO_
CURVE to

D3T

PIP SUMMARY

Time Mark Every  60 S

214.82271.49

3050
214.82271.49

214.82271.48

214.82271.59



2−1/8" Phased Powerjet MWPT
Perforation Record
7" Posiset Plug Setting Record


