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Logging Date 27-Mar-2010 Logging Date
Run Number 1 Run Number
Depth Diriller 5206 m Depth Diriller
Schlumberger Depth 2492 m Schlumberger Depth
Bottom Log Interval 2590 m Bottom Log Interval
Top Log Interval 2492 m Top Log Interval
Casing Fluid Type Sea Water Casing Fluid Type
Salinity Salinity
Density 8.1 Ibm/gal Density
Fluid Level Om Fluid Level
BIT/CASING/TUBING STRING BIT/CASING/TUBING STRING
Bit Size 10.500 in Bit Size
From 1219.2 m From
To 4267.2 m To
Casing/Tubing Size 4.500 in Casing/Tubing Size
Weight 43.5 Ibm/ft Weight
Grade N-80 Grade
From 154 m From
To 5132.84 m To
Maximum Recorded Temperatures 7 Maximum Recorded Temperatures
Logger On Bottom 7 Time 27-Mar-2010 12:58 Logger On Bottom 7 Time
Unit Number 7 Location 3827 7 AUSL Unit Number 7 Location
Recorded By M. Pratt, O. Darby Recorded By
Witnessed By J. Diagiovanni, M. Wilson Witnessed By
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DEPTH SUMMARY LISTING

Date Created: 27-MAR-2010 3:33:15

Depth System Equipment

Depth Measuring Device Tension Device Logging Cable
Type: IDWC-C Type: CMTD-B/A | Type: 2-327T
Serial Number: 797 Serial Number: 1711 Serial Number: 24187
Calibration Date: 01-Mar-2010 | Calibration Date: 10-Mar-201(| Length: 6000 M
Calibrator Serial Number: 30 Calibrator Serial Number: 1173 o
Calibration Cable Type: 1-32ZT Number of Calibration Points: 10 Cpnveyance Method: Wireline .
Wheel Correction 1: -1 Calibration RMS: 7 Rig Type: Offshore Fixed
Wheel Correction 2: -2 Calibration Peak Error: 16

Depth Control Parameters

Log Sequence: Subsequent Log In the Well
Reference Log Name: UNKNOWN
Reference Log Run Number:  UNKNOWN
Reference Log Date: UNKNOWN

Depth Control Remarks

1. Log correlated to EXXON Mobil tubing tally incorporated in approved Workover Program dated 22-Mar-2010
2. IDW used as primary depth control

3. Z-Chart used as a backup.
4. CMTD calibration: a=1.02E-5, b=.8921 & c=-75.9
5. 10K Pressure Equipment used

6.
DISCLAIMER

THE USE OF AND RELIANCE UPON THIS RECORDED-DATA BY THE HEREIN NAMED COMPANY (AND ANY OF ITS
AFFILIATES, PARTNERS, REPRESENTATIVES, AGENTS, CONSULTANTS AND EMPLOYEES) IS SUBJECT TO THE TERMS
AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED-DATA,; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDINC
COMPANY'S USE OF AND RELIANCE UPON THE RECORDED-DATA; AND (c) CUSTOMER’S FULL AND SOLE RESPONSIBILITY
FOR ANY INFERENCE DRAWN OR DECISION MADE IN CONNECTION WITH THE USE OF THIS RECORDED-DATA.

OTHER SERVICES1 OTHER SERVICES2

OS1: None OS1:

0S2: 0S2:

0S3: 0OS3:

0S4: 0S4:

OS5: OS5:

REMARKS: RUN NUMBER 1 REMARKS: RUN NUMBER 2

log correlated to Tubing Tally incorporated in approved Workover Program fated 22—Mar—2010 provided by client EXXON Mobil.

Objective: RIH with 3.65" Powercutter and cut production tubing at 3700m MDKB. Cut tubing at 3m below a coupling to maximise

clean length of tubing to be fished without fouling on a tubing coupling belov.

Maximum deviation: 71.5deg @ 3465m MDKB.

Deviation 67.4 - 71.5 deg from 1219 MDKB to TD




Powercutter:

CCL to Cutter head : 1.93m

CCL Stop Depth: 2517.67m

Schlumberger Crew:

Days: D. Watts, J. Donahue

Nights: J. Annear, S. Lansbury

RUN 1 RUN 2
SERVICE ORDER #: 4500629788 SERVICE ORDER #:

PROGRAM VERSION: 17C0-154 PROGRAM VERSION:

FLUID LEVEL: 0om FLUID LEVEL:

LOGGED INTERVAL START STOP LOGGED INTERVAL START STOP
EQUIPMENT DESCRIPTION
RUN 1 RUN 2
SURFACE EQUIPMENT
WITM (SHM)
DOWNHOLE EQUIPMENT

MH-22 4.54

MH-22

AH-38 é 4.06

EQF-46 i 3.98

EQF-46

CCL-LX i 2.15

CCL-LX 7808 Tension CCL ___ TOOL ZERO




1.69

AH-Shooting adapter J'
AH-2" Shock Sub 1.68
AH-2" Shock Sub

AH-2" Shock Sub 1.04

AH-2" Shock Sub

AH-Secure Sub 0.41
AH-Secure Sub

AH-3.65" Powercutter IJ—'| 0.08
SHM_GUN TOOL BOTTOM 0.00

MAXIMUM STRING DIAMETER 7.50 IN
MEASUREMENTS RELATIVE TO TOOL ZERO
ALL LENGTHS IN METERS

(m)

(in)

Sliding Sleeve 4.500 1332.8 IMI
Sliding Sleeve 4.500 2006.1 IMI

¥

Fish; Wire 0.0125" downhole 3700.0

(in) (m)
Production String Well Schematic Casing String
oD ID MD MD oD D
Tubing 4,500 2.050 15.4 13.375 Casing String
ssv 4.500 182.8
1219.2 |13.375 Casing Shoe




5182.2 | 7.000 7" Liner - Production
4267.2 | 9.625 Casing Shoe
Crossover Joint 3500 | 5111.6
Tubing 3.500 5113.2
Sliding Sleeve 3.500 5113.2
Crossover Joint 2.875 5119.1
Packer 4500 |5119.4
Crossover Joint 4500 | 2347 | 5122.7
EOT 2.875 5132.8
Nipple 3.230 5132.8
———— =
—————  ——————— 5171.0 Perforation Zone
———— ] —————
—T— M ——
5182.2 Cement Plug
y A 7.000 Casing Shoe

Schiumberger Job Events Summary

Schlumberger Job Event Summary

Time Elapsed Depth File
Time (M)
Log Pass (up) 28-Mar-2010 11:09 000:09 2590.5 - 2492.8 PERFO_046LUP
Power Cutter Correlation Pass
Log Pass (up) 28-Mar-2010 11:29 000:17 2575.7 - 2480.3 PERFO_048LUP
Power Cutter shooting pass
Log Pass (up) 28-Mar-2010 12:06 000:19 1335.8 - 300.7 PERFO_051LUP




Powercutter 3.65"
Shooting Pass

Schiumberger

MAXIS Field Log

PERFO2 Operational Summary Listing

Device Status Req Depth ( M) Obs Depth ( M) Time Used

PC Used 2519.6 2519.6 Sun Mar 28 11:40:24 2010
Company: Esso Australia Pty Ltd Well: Mackerel A14
Output DLIS Files

DEFAULT PERFO_048LUP FN:47 PRODUCER 28-Mar-2010 11:29 2575.7 M 2480.3 M

OP System Version: 17C0-154

SHM_GUN 17C0-154 CCL-LX 17C0-154

PIP SUMMARY
Time Mark Every 60 S

............. Tension (TENS) ______._._._
0 (LBF) 3000
Casing Collar Locator (CCL) Shifted Casing Collar Locator (SCCL) Raw Casing Collar Locator (RCCL)
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Power cutter fired

2525

P

2519.60
1.93m

2517.67m

CCL to cutter head
CCL stop depth

__ | Required cut depth

2550




2575

Casing Collar Locator (CCL) Shifted Casing Collar Locator (SCCL) Raw Casing Collar Locator (RCCL)

-19 (- 1 -10 (- 10|-3 (- 17
............. Tension (TENS) ___.........
0 (LBF) 3000
PIP SUMMARY
Time Mark Every 60 S
Parameters
DLIS Name Description Value
CCL-LX: Casing Collar Locator
CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 \Y
Format: PERFO Vertical Scale: 1:200 Graphics File Created: 28—-Mar—-2010 11:29
OP System Version: 17C0-154
SHM_GUN 17C0-154 CCL-LX 17C0-154
Output DLIS Files
DEFAULT PERFO_048LUP FN:47 PRODUCER 28-Mar-2010 11:29

Powercutter 3.65"
Correlation Pass

Schiumbergep

MAXIS Field Log

Company: Esso Australia Pty Ltd Well: Mackerel A14

Output DLIS Files
DEFAULT PERFO_046LUP FN:45 PRODUCER 28-Mar-201011:09 2590.5M 2492.8 M

OP System Version: 17C0-154



SHM_GUN 17C0-154

CCL-LX 17C0-154

Time Mark Every 60 S

PIP SUMMARY

............. Tension (TENS) ...
0 (LBF) 3000
Casing Collar Locator (CCL) Shifted Casing Collar Locator (SCCL) Raw Casing Collar Locator (RCCL)
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Raw Casing Collar Locator (RCCL)

17

3000

Tension (TENS)
(LBF)

0
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Shifted Casing Collar Locator (SCCL)
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Casing Collar Locator (CCL)
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Time Mark Every 60 S

Parameters
DLIS Name Description Value
CCL-LX: Casing Collar Locator
CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 \Y
Format: PERFO Vertical Scale: 1:200 Graphics File Created: 28—-Mar—-2010 11:09

OP System Version: 17C0-154

SHM_GUN 17C0-154 CCL-LX 17C0-154

Output DLIS Files
DEFAULT PERFO_046LUP FN:45 PRODUCER 28-Mar-2010 11:09

Company: Esso Australia Pty Ltd

Schiumberger

WK MACKEREL Al14
Field: Mackerel

Rig: Rig 22/Prod 2
Country: Australia

3.65" Powercutter
Tubing Cut Record
27-Mar—-201C




