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Depth Control Remarks

1. Log correlated to Schlumberger RST−C log dated 14−Sept−2010

2. Tool Zero is referenced from the Tubing Hanger at 12.8m

3. 

4. 

5. 

6. 

Reference Log Date: 14−Sept−2009
Subsequent Trip Down Log Correction: −1.80  M

Gun #1: 4068.0 − 4069.5m. SAFE firing system used.

Set 7" MPBT plug at 4072.0 m and dump 0.7m of cement.
Objective: perforate 4068−4069.5m with 2−1/8" Ph. Powerjets,

Log referenced to Schlumberger RST−C log dated 14−Sept−2009.
REMARKS:  RUN NUMBER 1 REMARKS:  RUN NUMBER 2
OS5: OS5:
OS4: OS4:
OS3: OS3:
OS2: OS2:

Cement BailersOS1: OS1:
OTHER SERVICES1 OTHER SERVICES2

DISCLAIMER
THE USE OF AND RELIANCE UPON THIS RECORDED−DATA BY THE HEREIN NAMED COMPANY (AND ANY OF ITS
AFFILIATES, PARTNERS, REPRESENTATIVES, AGENTS, CONSULTANTS AND EMPLOYEES) IS SUBJECT TO THE TERMS
AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED−DATA; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDING
COMPANY’S USE OF AND RELIANCE UPON THE RECORDED−DATA; AND (c) CUSTOMER’S FULL AND SOLE RESPONSIBILITY
FOR ANY INFERENCE DRAWN OR DECISION MADE IN CONNECTION WITH THE USE OF THIS RECORDED−DATA.

DEPTH SUMMARY LISTING

Depth System Equipment

Depth Control Parameters

Date Created: 31−JUL−2010 10:39:20

Depth Measuring Device

Type: IDW−EB
Serial Number: 6373
Calibration Date: 22−April−2009
Calibrator Serial Number: 31
Calibration Cable Type: 2−32ZT
Wheel Correction 1: 1
Wheel Correction 2: 0

Tension Device

Type: PSDS/OSDS
Serial Number: 325357
Calibration Date: 8−Jul−2010
Calibrator Serial Number: 854
Number of Calibration Points: 10
Calibration RMS: 11
Calibration Peak Error: 28

Logging Cable

Type: 2−32ZT
Serial Number: 208558
Length: 5800  M

Conveyance Method: Wireline
Rig Type: Offshore Fixed

Log Sequence: Subsequent Trip To the Well

Reference Log Name: Schlumberger RST−C Log
Reference Log Run Number:
Reference Log Date: 14−Sept−2009

  
          

  
          

  
          

R
un 3

R
un 4



3.92AH−121 

4.32SAH−G 1032
SAH−G 1032

5.69UPCT−A 
UPCC−A 445
UPCH−A 517

6.10MH−SWHS−A 759
MH−SWHS−A 759

6.80AH−SWBS−B 
AH−SWBS−B 789

7.50AH−SWBS−B 
AH−SWBS−B 788

8.20AH−SWBS−B 
AH−SWBS−B 787

8.90AH−SWBS−B 
AH−SWBS−B 786

9.60AH−SWBS−B 
AH−SWBS−B 785

TOOL ZEROTension 
Casing Co 

0.79Gamma Ray 

9.20MPSU−CA 
MPSU−CA 1011

9.66CCL−L 8055
CCL−L 8055

11.49EQF−43 
EQF−43 310

11.90MH−SWHS−A 759
MH−SWHS−A 759

12.60AH−SWBS−B 
AH−SWBS−B 785

13.30AH−SWBS−B 
AH−SWBS−B 786

14.00AH−SWBS−B 
AH−SWBS−B 787

14.70AH−SWBS−B 
AH−SWBS−B 788

15.40AH−SWBS−B 
AH−SWBS−B 789

TOOL ZEROTension 
Head Volt 
Cable Cur 

CCL 

                                                        
                                                        
                                                        
                                                        
                                                        

RUN 1 RUN 2

CCL Stop Depth: 4065.23m MDKB
Top Shot − Bottom Shot: 1.5m
CCL − Top Shot: 2.77m

− Entrance hole 0.32"
− Penetration 27.2"
2−1/8" Ph. Powerjet API data:−

0.7m of water and cement dumped on top
MPBT Plug (H405501) set at 4072.0m.

STOP STOPSTART STARTLOGGED  INTERVAL LOGGED  INTERVAL
FLUID LEVEL: FLUID LEVEL:

17C0−154PROGRAM VERSION: PROGRAM VERSION:
AUSL07336256SERVICE ORDER #: SERVICE ORDER #:

EQUIPMENT   DESCRIPTION
RUN 1 RUN 2

DOWNHOLE  EQUIPMENT

9.60AH−SWBS−B 
AH−SWBS−B 785

SURFACE  EQUIPMENT
WITM (SHM) 3576

DOWNHOLE  EQUIPMENT

15.40AH−SWBS−B 
AH−SWBS−B 789

SURFACE  EQUIPMENT
MPBM



MD
Production String Well Schematic Casing String

MDOD ID OD ID

(in) (m) (m) (in)

Country:

Reference Datum:

Elevation:

State: VIC

Australia

Mean Sea Level

m0.0

16.000 Casing String

687.0 16.000 Casing Shoe

13.375 Casing String

2441.0 13.375 Casing Shoe

9.625 Casing String4.500 3.968Tubing

12.89.625 4.500Tubing Hanger

457.44.500 3.813SSSV

969.54.500 3.863Gas Lift Mandrel

1874.34.500 3.863Gas Lift Mandrel

1890.64.500 3.813Nipple

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 2.13 IN

2.49SHM_GUN 
GUN

2.49SAFE 

2.91AH−ESIC 43078002
AH−ESIC 43078002

3.41MPD−MB 
MPD−MB 336

3.92AH−121 
AH−121 42

TOOL BOTTOM

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 2.13 IN

2.79MPEX−DA 
MPEX−DA

TOOL BOTTOM

Client:

Well:

Field:

Drawing Date:

API #:

Reference Datum:State:

Esso Australia Pty Ltd

VIC

FLOUNDER A6

Flounder

Mean Sea Level

7/28/2010

Rig Name: Prod 4



                 PERFO2 Operational Summary Listing

Device  Status  Req Depth ( M)  Obs Depth ( M)  Time Used
−−−−−−  −−−−−−  −−−−−−−−−−−−−−  −−−−−−−−−−−−−
Cement  Used            4058.9          4058.8  Sun Aug 01 13:29:17 2010
Bailer

Output DLIS Files
DEFAULT PERFO_048LUP FN:48 PRODUCER 01−Aug−2010 13:25 4065.3 M 3997.9 M

 Company: Esso Australia Pty. Ltd.  Well: FLOUNDER A6 

MAXIS Field Log

Cement Bailer #2
Dump Record

3886.0 9.625 Casing Shoe

3786.0 9.625 7.000 Liner Hanger

3786.0 7.000 6.276 Casing String

4146.0 7.000 6.276 Casing Shoe

4075.0 Perforation Zone

4078.0 Perforation Zone Bottom

4029.84.500 3.968Tubing Bottom

3776.74.500Seal Bore Extension

3777.49.625 4.500Packer

3797.14.500 3.260Nipple

4024.27.000 4.500Packer

4029.54.500 2.400Nipple

4079.57.000 0.000MPBT Bridge Plug
4078.8 0.7m Cement Plug

All Depths are Drillers Depths



4025

Landing Nipple

Packer

OP System Version: 17C0−154

SHM_GUN 17C0−154 CCL−L 17C0−154

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

4000



Output DLIS Files
DEFAULT PERFO_048LUP FN:48 PRODUCER 01−Aug−2010 13:25

OP System Version: 17C0−154

SHM_GUN 17C0−154 CCL−L 17C0−154

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 01−Aug−2010 13:25

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 1 V

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

MAXIS Field Log

Water Bailer #1
Dump Record

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

4050

Tagged Plug @4060 + 12m MDKB

Dump Cement @ 4058.9 + 12m MDKB



Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

4000

                 PERFO2 Operational Summary Listing

Device  Status  Req Depth ( M)  Obs Depth ( M)  Time Used
−−−−−−  −−−−−−  −−−−−−−−−−−−−−  −−−−−−−−−−−−−
Water   Used            4059.5          4059.5  Sun Aug 01 10:28:52 2010
Bailer

Changed Parameter Summary

DLIS Name New Value Previous Value Depth & Time
CCLT 1 V 0.3 V   4032.8 10:31:51

OP System Version: 17C0−154

SHM_GUN 17C0−154 CCL−L 17C0−154

Output DLIS Files
DEFAULT PERFO_044LUP FN:43 PRODUCER 01−Aug−2010 10:25 4066.5 M 3992.9 M

 Company: Esso Australia Pty. Ltd.  Well: FLOUNDER A6 

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

PIP SUMMARY

Casing Collars
Time Mark Every  60 S



Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

4050

Tagged Plug @ 4060 + 12m MDBK

Dump water @ 4059.5 + 12m MDBK

4025

Landing Nipple

Packer



OP System Version: 17C0−154

MPEX−DA 17C0−154 MPSU−CA 17C0−154
CCL−L 17C0−154

Output DLIS Files
DEFAULT CCL_036LUP FN:35 PRODUCER 31−Jul−2010 18:07

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

4025

Landing Nipple

Packer

 Company: Esso Australia Pty Ltd.  Well: FLOUNDER A6 

Output DLIS Files
DEFAULT PERFO_044LUP FN:43 PRODUCER 01−Aug−2010 10:25

OP System Version: 17C0−154

SHM_GUN 17C0−154 CCL−L 17C0−154

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 01−Aug−2010 10:25

Output DLIS Files

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Time Mark Every  60 S

MAXIS Field Log

MPBT
Log Out of Position



Output DLIS Files
DEFAULT CCL_036LUP FN:35 PRODUCER 31−Jul−2010 18:07

OP System Version: 17C0−154

MPEX−DA 17C0−154 MPSU−CA 17C0−154
CCL−L 17C0−154

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 31−Jul−2010 18:07

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

4050



 17.0

 18.7

 20.4

 22.0

 23.7

 15.4

Plug Set

OP System Version: 17C0−154

MPEX−DA 17C0−154 MPSU−CA 17C0−154
CCL−L 17C0−154

Output DLIS Files
DEFAULT CCL_035LUP FN:34 PRODUCER 31−Jul−2010 17:39

 Company: Esso Australia Pty Ltd.  Well: FLOUNDER A6 

MPBM Cable Current (CCUR)
(MA)300 700

Differential Tension (DTEN)
(LBF)−200 200

MPSU Head Voltage (HV)
(V)230 330

Tension (TENS)
(LBF)1000 3000

RUN Time
(RTIM)
(MN)

PIP SUMMARY

MPSU Run Time  Every  1 MN
MPSU Run Time Every  10 MN

Time Mark Every  60 S

MAXIS Field Log

MPBT
Setting Record



Parameters

MPBM Cable Current (CCUR)
(MA)300 700

Differential Tension (DTEN)
(LBF)−200 200

MPSU Head Voltage (HV)
(V)230 330

Tension (TENS)
(LBF)1000 3000

RUN Time
(RTIM)
(MN)

PIP SUMMARY

MPSU Run Time  Every  1 MN
MPSU Run Time Every  10 MN

Time Mark Every  60 S

  0.8

  2.0

  3.7

  5.4

  7.0

  8.7

 10.4

 12.0

 13.7

 15.4



OP System Version: 17C0−154

MPEX−DA 17C0−154 MPSU−CA 17C0−154
CCL−L 17C0−154

DEFAULT CCL_034LUP FN:33 PRODUCER 31−Jul−2010 17:35 4071.4 M 4065.0 M

Parameters

DLIS Name Description Value

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

 Company: Esso Australia Pty Ltd.  Well: FLOUNDER A6 

Output DLIS Files
DEFAULT CCL_035LUP FN:34 PRODUCER 31−Jul−2010 17:39

OP System Version: 17C0−154

MPEX−DA 17C0−154 MPSU−CA 17C0−154
CCL−L 17C0−154

 Format: MPBT_1       Vertical Scale:   1:1000  Graphics File Created: 31−Jul−2010 17:39

Parameters

DLIS Name Description Value
MPSU−CA: MECHANICAL PLUGBACK SETTING UNIT

IPUMP Intensifier Pump TRUE

Output DLIS Files
DEFAULT CCL_034LUP FN:33 PRODUCER 31−Jul−2010 17:35 4071.4 M 4065.0 M

MAXIS Field Log

MPBT
Log into Position



OP System Version: 17C0−154

MPEX−DA 17C0−154 MPSU−CA 17C0−154
CCL−L 17C0−154

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

4025

Nipple

Packer

 Company: Esso Australia Pty Ltd.  Well: FLOUNDER A6 

Output DLIS Files
DEFAULT CCL_034LUP FN:33 PRODUCER 31−Jul−2010 17:35

OP System Version: 17C0−154

MPEX−DA 17C0−154 MPSU−CA 17C0−154
CCL−L 17C0−154

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 31−Jul−2010 17:35

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Output DLIS Files
DEFAULT CCL_033LUP FN:32 PRODUCER 31−Jul−2010 17:25 4071.2 M 4021.8 M

MAXIS Field Log

MPBT
Correlation



Output DLIS Files
DEFAULT CCL_033LUP FN:32 PRODUCER 31−Jul−2010 17:25

OP System Version: 17C0−154

MPEX−DA 17C0−154 MPSU−CA 17C0−154
CCL−L 17C0−154

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 31−Jul−2010 17:25

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

4050



(GAPI)0 150 (−−−−)−3 17 (LBF)1000 3000

4025

Nipple

Packer

OP System Version: 17C0−154

SHM_GUN 17C0−154 UPCT−A 17C0−154

Input DLIS Files
DEFAULT PERFO_027LUP FN:26 PRODUCER 31−Jul−2010 13:28 4077.6 M 4013.1 M

Output DLIS Files
DEFAULT PERFO_028PUP FN:27 PRODUCER 31−Jul−2010 13:47 4081.4 M 4017.0 M

 Company: Esso Australia Pty. Ltd.  Well: FLOUNDER A6 

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

2−1/8" Dummy Plug
Correlation Pass



OP System Version: 17C0−154

SHM_GUN 17C0−154 UPCT−A 17C0−154

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 31−Jul−2010 13:47

Parameters

DLIS Name Description Value
System and Miscellaneous

DO Depth Offset for Playback 3.8 M
PP Playback Processing NORMAL

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

4075

Tagged TD @ 4075 + 4.7m MDKB

4050



Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

Time Mark Every  60 S

3850

OP System Version: 17C0−154

SHM_GUN 17C0−154 SAFE 17C0−154
UPCT−A 17C0−154

Output DLIS Files
DEFAULT PERFO_020LUP FN:19 PRODUCER 31−Jul−2010 10:12 4065.1 M 3834.4 M

 Company: Esso Australia Pty. Ltd.  Well: FLOUNDER A6 

Input DLIS Files
DEFAULT PERFO_027LUP FN:26 PRODUCER 31−Jul−2010 13:28 4077.6 M 4013.1 M

Output DLIS Files
DEFAULT PERFO_028PUP FN:27 PRODUCER 31−Jul−2010 13:47

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

2−1/8" Ph. Powerjets
Log Out of Position



3900
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4000
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OP System Version: 17C0−154

SHM_GUN 17C0−154 SAFE 17C0−154
UPCT−A 17C0−154

Output DLIS Files
DEFAULT PERFO_020LUP FN:19 PRODUCER 31−Jul−2010 10:12

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 31−Jul−2010 10:12

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

4050

4025

Landing Nipple

Packer
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                 PERFO2 Operational Summary Listing

Device  Status  Req Depth ( M)  Obs Depth ( M)  Time Used
−−−−−−  −−−−−−  −−−−−−−−−−−−−−  −−−−−−−−−−−−−
2−1/8"  Used            4068.0          4068.0  Sat Jul 31 10:11:18 2010
Enerjet

DEFAULT PERFO_020LUP FN:19 PRODUCER 31−Jul−2010 10:12

Index: 12192.0 − 12166.7 M

MAXIS Field Log

2−1/8" Ph. Powerjets
ESIC Activation



Casing Collar Locator (CCL)
(−−−−)−19 1

DCMAIN Voltage (DCV)
(V)20 320

DCMAIN Current (DCC)
(MA)0 250

ESIC Current (ESIC)
(MA)0 100

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

12175

0 70 140 210 280 350
DCMAIN Voltage (V)

0

OP System Version: 17C0−154

SHM_GUN 17C0−154 SAFE 17C0−154
UPCT−A 17C0−154

Output DLIS Files
DEFAULT PERFO_019LUP FN:18 PRODUCER 31−Jul−2010 10:10 12192.0 M 12166.7 M

 Company: Esso Australia Pty. Ltd.  Well: FLOUNDER A6 

93 Points Plotted 31−JUL−2010 10:11

Casing Collar Locator (CCL)
(−−−−)−19 1

DCMAIN Voltage (DCV)
(V)20 320

DCMAIN Current (DCC)
(MA)0 250

ESIC Current (ESIC)
(MA)0 100

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S



OP System Version: 17C0−154

SHM_GUN 17C0−154 SAFE 17C0−154
UPCT−A 17C0−154

Output DLIS Files
DEFAULT PERFO_017LUP FN:16 PRODUCER 31−Jul−2010 10:04 4076.5 M 4065.3 M

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

4075

 Company: Esso Australia Pty. Ltd.  Well: FLOUNDER A6 

Output DLIS Files
DEFAULT PERFO_019LUP FN:18 PRODUCER 31−Jul−2010 10:10

OP System Version: 17C0−154

SHM_GUN 17C0−154 SAFE 17C0−154
UPCT−A 17C0−154

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 31−Jul−2010 10:10

Parameters

DLIS Name Description Value
SAFE: SAFE DETONATING SYSTEM

ESDT ESIC Shot Depth Temperature 250 DEGF

Output DLIS Files
DEFAULT PERFO_017LUP FN:16 PRODUCER 31−Jul−2010 10:04 4076.5 M 4065.3 M

MAXIS Field Log

2−1/8" Ph. Powerjets
Log Into Position



OP System Version: 17C0−154

SHM_GUN 17C0−154 SAFE 17C0−154
UPCT−A 17C0−154

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

4025

Landing Nipple

Packer

 Company: Esso Australia Pty. Ltd.  Well: FLOUNDER A6 

Output DLIS Files
DEFAULT PERFO_017LUP FN:16 PRODUCER 31−Jul−2010 10:04

OP System Version: 17C0−154

SHM_GUN 17C0−154 SAFE 17C0−154
UPCT−A 17C0−154

Output DLIS Files
DEFAULT PERFO_016LUP FN:15 PRODUCER 31−Jul−2010 09:51

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 31−Jul−2010 10:04

(−−−−)−19 1 (−−−−)−10 10

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

2−1/8" Ph. Powerjets
Correlation Log



Output DLIS Files
DEFAULT PERFO_016LUP FN:15 PRODUCER 31−Jul−2010 09:51

OP System Version: 17C0−154

SHM_GUN 17C0−154 SAFE 17C0−154
UPCT−A 17C0−154

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 31−Jul−2010 09:51

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)1000 3000

PIP SUMMARY

Time Mark Every  60 S

4075

Company: Esso Australia Pty. Ltd.

4050



2−1/8" Phased Powerjet
Perforating and MPBT Plug Setting Record
31−Jul−2010

Company:

Well:
Field:
Rig:
Country:

Esso Australia Pty. Ltd.

FLOUNDER A6
FLOUNDER
Crane / Prod#4
Australia


