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	WELL 
	BMA-A10A

	DATE
	03-05-2005

	DAY #
	4

	MIDNIGHT ACTIVITY
	Run in hole with whipstock and 

milling BHA.
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	
	
	MINIMUM
	
	

	TVD
	
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	
	
	AVERAGE
	
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	Lakes Entrance
	
	
	
	
	
	

	Top Of  Latrobe
	
	
	
	
	
	

	TCC (Top of M-1)
	
	
	
	
	
	

	TFC
	
	
	
	
	
	

	L-095
	
	
	
	
	
	

	L-100
	
	
	
	
	
	

	L-110
	
	
	
	
	
	

	L-150
	
	
	
	
	
	

	L-160
	
	
	
	
	
	

	L-320
	
	
	
	
	
	

	Total Depth
	
	
	
	
	
	


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	
	
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	Window Mill
	1

	SIZE                 (in)
	8½
	8½

	MANUFACTURER/TYPE
	
	TCI

	JETS                 (/32 inch)
	
	3 x 32

	DEPTH IN       (m)
	
	Surface

	DEPTH OUT   (m)
	
	2265 

	METRES ON RUN (m)
	
	

	HRS ON BTM 24hrs/total
	
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	
	

	KRevs 24 hrs / Total
	
	

	24 HOUR SUMMARY
	Pickup and run in hole with 5" drill pipe to tag bridge plug. Tag EZSV at 2265 m.  Conduct power choke drill. Conduct H2S drill and discuss operation. Displace well to 8.8 ppg mud. Pull out of hole, break and laydown BHA. Conduct rig service and inspect monorail. Pressure test choke valve #8. Pickup and make up 8½" milling BHA. Shallow test MWD, orientate UBHO sub and run in hole. Conduct H2S drill and discuss operation. Pickup and makeup whipstock to milling BHA and run in hole.



	05:00 AM UPDATE 

04-05-2005

DEPTH @ 05:00 hours
	Running in hole with whipstock and milling BHA.


