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	WELL 
	BMA-A10A

	DATE
	06-05-2005

	DAY #
	7

	MIDNIGHT ACTIVITY
	Drill 8 ½” main hole.
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	2475 m
	
	MINIMUM
	4.94
	2474

	TVD
	1989.2 m
	
	MAXIMUM 
	66.2
	2403

	PROGRESS LAST 24 hrs
	197 m
	
	AVERAGE
	20.5
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	TCC (N-1 gas/oil)
	2389.5
	1929.6
	-1896.8
	4.2 H
	2392.98
	1933.82

	P.asperoCoal
	2487.0
	1998.0
	-1965.2
	3.8 H
	2490.21
	2001.82

	F Coal Section
	
	
	
	
	2674.66
	2130.82

	M-5 Gas Sand
	
	
	
	
	2764.90
	3197.82

	M-6 Gas Sand
	
	
	
	
	2805.26
	2230.82

	L-2 Coal
	
	
	
	
	290.3.21
	2312.82

	L-2 Gas Sand
	
	
	
	
	2912.77
	2320.82

	54.5 my unconf
	
	
	
	
	2950.00
	2351.82

	58.5 my unconf
	
	
	
	
	3154.78
	2522.82

	L-9 Gas Sand
	
	
	
	
	3166.00
	2532.82

	J Coal
	
	
	
	
	3303.37
	2647.82

	Total Depth
	
	
	
	
	3386.98
	2717.82


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	2412
	393
	3.277
	0.281
	0.197
	0.035
	0.062
	0.078

	BACKGROUND
	
	16-28
	0.222
	0.038
	0.037
	0.007
	0.018
	0.004

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	1 
	Window Mill

	SIZE                 (in)
	8½
	8½

	MANUFACTURER/TYPE
	Smith S73PX
	

	JETS                 (/32 inch)
	6 x 20
	

	DEPTH IN       (m)
	2270.5
	2258

	DEPTH OUT   (m)
	
	2270.5

	METRES ON RUN (m)
	
	12.5

	HRS ON BTM 24hrs/total
	9.6  / 10.1
	3.7 / 19.2

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	MM 175-177 / TD 48-105
	112-113

	KRevs 24 hrs / Total
	138 / 143
	25 / 118

	24 HOUR SUMMARY
	Drill 8.5” hole to 2278m.  Circulate bottoms up and hole clean.  Conduct PIT with 9.9ppg mud, 1135psi.  Unable to break TDS due to electrical fault and trouble shoot the same.  Drill ahead to 2384m.  Dump trough overloaded with excess cuttings.  Drill ahead to 2386m.  Mud pump electrical fault.  Pull out of hole from 2386m to 2240m.  Repair mud pump #1 electrical cable.  Source and rectify TDS breakout fault.  Conduct rig service and inspect monorail.  Run in hole to 2386m and drill ahead 8 ½” hole to 2475m.



	05:00 AM UPDATE 

07-05-2005

DEPTH @ 05:00 hours
	Drilling 8 ½” main hole @ 2538m.


