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	WELL 
	BMA-A10A

	DATE
	15-05-2005

	DAY #
	16

	MIDNIGHT ACTIVITY
	Logging
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	3381 m
	
	MINIMUM
	
	

	TVD
	2717.7 m
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	0 m
	
	AVERAGE
	
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	TCC (N-1 gas/oil)
	2389.5
	1929.8
	-1897.8
	4.0 H
	2392.98
	1933.82

	P.asperoCoal
	2487.0
	1998.0
	-1965.2
	3.8 H
	2490.21
	2001.82

	F Coal Section
	2672.0
	2127.0
	-2094.2
	3.8 H
	2674.66
	2130.82

	M-5 Gas Sand
	2761.5
	2192.4
	-2159.6
	5.4 H
	2764.90
	2197.82

	M-6 Gas Sand
	2802.0
	2224.3
	-2191.5
	6.5 H
	2805.26
	2230.82

	L-2 Coal
	2910.0
	2311.9
	-2279.1
	0.9 H
	2903.21
	2312.82

	L-2 Gas Sand
	2925.0
	2324.2
	-2291.4
	3.4 L
	2912.77
	2320.82

	54.5 my unconf
	2960.0
	2352.9
	-2320.1
	1.1 L
	2950.00
	2351.82

	58.5 my unconf
	3158.5
	2519.5
	-2486.7
	3.3 H
	3154.78
	2522.82

	L-9 Gas Sand
	3177.5
	2535.9
	-2503.1
	3.1 L
	3166.00
	2532.82

	J Coal
	3301.5
	2645.1
	-2612.3
	2.7 H
	3303.37
	2647.82

	Total Depth
	3381.0
	2717.7
	-2684.9
	0.1 H
	3386.98
	2717.82


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	
	
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	
	2 

	SIZE                 (in)
	
	8½

	MANUFACTURER/TYPE
	
	REED HYCALOG

	JETS                 (/32 inch)
	
	2 x 18, 4 x 21

	DEPTH IN       (m)
	
	2751 m

	DEPTH OUT   (m)
	
	3381 m

	METRES ON RUN (m)
	
	630 m

	HRS ON BTM 24hrs/total
	
	 2.5 / 63.1

	BIT CONDITION
	
	1-3-WT-T-X-I-PN-TD

	RPM RANGE LAST 24 hrs
	
	168-175 MM / 97-120 TD  

	KRevs 24 hrs / Total (on btm krev only)
	
	44 / 1069

	24 HOUR SUMMARY
	POOH to 2310 m. Circulate hole clean with bottoms up whilst work from 2310 m to 2280 m. POOH 2280 m to 184 m. Rack HWDP, break out bit and layout stabs from 184 m. Clear rig floor. Rig up weatherford tong. Find and rectify faulty hydraulic connection. Change out liner hanger setting tool with weatherford and rig down same. Reeves calibrate draw works height sensor. Make up logging garage BHA and RIH to 70 m. Reeves make up logging string and insert into garage. Continue make up  logging BHA and run in hole 70 m to 243 m. RIH from 243 m to 1938 m, drift all tubulars. RIH to bottom.

	05:00 AM UPDATE 

16-05-2005

DEPTH @ 05:00 hours
	 Logging with Reeves back to the shoe at 2500 m at 5 am.

3381 m


