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	WELL 
	BMA-A10A

	DATE
	04-05-2005

	DAY #
	5

	MIDNIGHT ACTIVITY
	Milling window.
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	2267 m
	
	MINIMUM
	0.32
	2259

	TVD
	1843 m
	
	MAXIMUM 
	2.97
	2262

	PROGRESS LAST 24 hrs
	9m
	
	AVERAGE
	0.64
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	TCC (N-1 gas/oil)
	
	
	
	
	2392.98
	1933.82

	P.asperoCoal
	
	
	
	
	2490.21
	2001.82

	F Coal Section
	
	
	
	
	2674.66
	2130.82

	M-5 Gas Sand
	
	
	
	
	2764.90
	2197.82

	M-6 Gas Sand
	
	
	
	
	2805.26
	2230.82

	L-2 Coal
	
	
	
	
	290.3.21
	2312.82

	L-2 Gas Sand
	
	
	
	
	2912.77
	2320.82

	54.5 my unconf
	
	
	
	
	2950.00
	2351.82

	58.5 my unconf
	
	
	
	
	3154.78
	2522.82

	L-9 Gas Sand
	
	
	
	
	3166.00
	2532.82

	J Coal
	
	
	
	
	3303.37
	2647.82

	Total Depth
	
	
	
	
	3386.98
	2717.82


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	2262.5
	97
	1.350
	0.011
	0.02
	0.04
	0.001
	0.001

	BACKGROUND
	
	5
	0.06
	0.006
	0.001
	0.001
	0.001
	0.001

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	Window Mill
	1

	SIZE                 (in)
	8½
	8½

	MANUFACTURER/TYPE
	
	TCI

	JETS                 (/32 inch)
	
	3 x 32

	DEPTH IN       (m)
	2258
	Surface

	DEPTH OUT   (m)
	
	2265 

	METRES ON RUN (m)
	9m 
	

	HRS ON BTM 24hrs/total
	15.5 / 15.5
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	62-113
	

	KRevs 24 hrs / Total
	93 / 93
	

	24 HOUR SUMMARY
	Run in hole with whipstock and milling BHA. Correlate and orientate whipstock. Tag EZSV and set anchor. Shear of whipstock with 40k pull. Start milling window at 2258 m.  Continue mill window from 2258 m to 2267 m.



	05:00 AM UPDATE 

05-05-2005

DEPTH @ 05:00 hours
	Circulating bottoms up and taking SCRs before pulling out of  hole.


