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Depth Control Remarks

1. IDW used as primary depth control
2. Z Chart used as secondary depth control.
3. Full pressure gear used in rig up , surface Zero check incorrect.
4. 
5. 
6. 

Reference Log Date:
Subsequent Trip Down Log Correction:

Perforation Zone = 2564 m to 2566.5 m MDKB
Set 4.5" 12.6 lb/ft Posiset plug with Top of Seal at 2572m MDKB and then dump approx 1.2m of cement on top .
Run 1 11/16" Dummy Plug to ensure access for Posiset Plug.
Objectives: Perforate the well using 2 1/8" Powerjet gun’s over the interval 2564 m to 2566.5 m MDKB.
Maximum well deviation = 32deg @ 1968m MDKB.
Log correlated to ExxonMobil composite supplied with logging program.
REMARKS:  RUN NUMBER 1

RST SurveyOS1:
OTHER SERVICES1

DISCLAIMER
THE USE OF AND RELIANCE UPON THIS RECORDED−DATA BY THE HEREIN NAMED COMPANY (AND ANY OF ITS
AFFILIATES, PARTNERS, REPRESENTATIVES, AGENTS, CONSULTANTS AND EMPLOYEES) IS SUBJECT TO THE TERMS
AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED−DATA; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDING
COMPANY’S USE OF AND RELIANCE UPON THE RECORDED−DATA; AND (c) CUSTOMER’S FULL AND SOLE RESPONSIBILITY
FOR ANY INFERENCE DRAWN OR DECISION MADE IN CONNECTION WITH THE USE OF THIS RECORDED−DATA.

DEPTH SUMMARY LISTING

Depth System Equipment

Depth Control Parameters

Date Created: 22−OCT−2009  3:04:54

Depth Measuring Device

Type: IDW−EB
Serial Number: 6373
Calibration Date: 13−Oct−2009
Calibrator Serial Number: 30
Calibration Cable Type: 2−32ZT
Wheel Correction 1: 0
Wheel Correction 2: −2

Tension Device

Type: PSDS/OSDS
Serial Number: 325357
Calibration Date: 21−Oct−2009
Calibrator Serial Number: 854
Number of Calibration Points: 9
Calibration RMS: 454
Calibration Peak Error: 281

Logging Cable

Type: 2−32ZT
Serial Number: 207505
Length: 6421  M

Conveyance Method: Wireline
Rig Type: Rigless

Log Sequence: Subsequent Trip To the Well

Reference Log Name:
Reference Log Run Number:
Reference Log Date:

Solar Composite

    
          

    
          

    
          



7.55MWPT−CA 11
MWPH−AA 94
MWPS−AA 11

8.53MWGT−AA 24
MWPG−AA 24
MWGH−AA 24

8.63AH−124 7002

8.96

9.64

10.33

11.01

11.70

12.39

TOOL ZEROTension 
SMWP Temp 

SMWP Pres 
CCL 

2.41MWPG GR 9.34MPSU−BA 20
MPSU−BA 20

9.80CCL−PCCL 

10.14

10.83

11.51

12.20

12.88

13.57

TOOL ZEROTension 
Head Volt 
Cable Cur 

CCL 

SWBS−B 788

SWBS−B 787

SWBS−B 786

SWBS−B 785

SWHS−A 759

SWBS−B 786

SWBS−B 787

SWBS−B 788

SWBS−B 789

SWHS−A 759

                                                        
                                                        
                                                        
                                                        
                                                        

RUN 1

Crew : J Annear , A Pratt

1.2m of Cement dumped in 1 Run.
CCL stop Depth = 2565.35m MDKB
CCL to Top of Seal = 6.65 m
4.5" Posiset Plug top of Seal Set @ 2572m MDKB

CCL to Bottom of Dummy Plug = 3.15m
CCL Stop Depth = 2560 m MDKB
CCL to Top Shot = 4 m
Top Shot @ 2564 m MDKB
Perforation Zone = 2564 m to 2566.5 m MDKB

STOP STOPSTART STARTLOGGED  INTERVAL LOGGED  INTERVAL
377 mFLUID LEVEL:

17C0−154PROGRAM VERSION:
B297−00017SERVICE ORDER #:

EQUIPMENT   DESCRIPTION
RUN 1 RUN 2

DOWNHOLE  EQUIPMENT

12.39

SURFACE  EQUIPMENT
MWPM−AA

DOWNHOLE  EQUIPMENT

13.57

SURFACE  EQUIPMENT
MPBM

SWBS−B 789 SWBS−B 785



MD
Production String Well Schematic Casing String

MDOD ID OD ID

(in) (m) (m) (in)

13.4 10.750 Casing String

1297.0 10.750 Casing Shoe

14.1 10.750 7.000 Liner Hanger

14.1 7.000 Casing String15.03.500Tubing

15.07.000 3.500Tubing Hanger

463.03.500Shutin Valve

1814.63.500Gas Lift Mandrel

1138.53.500Gas Lift Mandrel

2064.03.500Gas Lift Mandrel

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 2.13 IN

2.74MWP_GUN 
GUN−2 1/8" Phased Powerjet 1

2.97AH−Firing Head 1

3.40AH−ESIC 15042003
AH−ESIC 15042003

3.94MPD−MB 336
MPD−MB 336

4.27SAH−G 1047

4.73

TOOL BOTTOM

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 1.71 IN

3.10MPEX−AA 4.5’ Posiset Plug
MPEX−AA

TOOL BOTTOM

Flex Joint 41



 
Schlumberger Job Event Summary

 

                                    Time          Elapsed       Depth            File
                                                   Time         (M)

 
Log Pass (up)                  31−Oct−2009 19:30  000:05   2567.2 −  2530.3    PERFO_018LUP                        
Station Log                    31−Oct−2009 19:42  000:21   2560.0              PERFO_020LTP                        
Log Pass (up)                  31−Oct−2009 20:10  000:06   2567.9 −  2515.7    PERFO_021LUP                        
Log Pass (up)                  31−Oct−2009 22:03  000:26   2575.3 −  2197.5    PERFO_026LUP                        
Log Pass (down)                 1−Nov−2009  0:43  000:07   2262.1 −  2361.1    MPBT_036LDP                         
Log Pass (down)                 1−Nov−2009  0:50  000:16   2363.3 −  2565.3    MPBT_037LDP                         
Simulated Log                   1−Nov−2009  1:10  000:15                       MPBT_038LUP                         
Log Pass (up)                   1−Nov−2009 17:59  000:11   2561.8 −  2519.0    PERFO_053LUP                        
Log Pass (up)                   1−Nov−2009 19:44  000:07   2561.5 −  2517.5    PERFO_056LUP                        
 

MAXIS Field Log

Job Events Summary

2455.3 7.000 Casing Shoe
2291.0 7.000 4.500 Liner Hanger

2291.0 4.500 Casing String

2672.0 4.500 Casing Shoe

2298.43.500Tubing Bottom
2292.04.500 3.500Flow Coupling

2064.03.500Gas Lift Mandrel

2252.03.500Nipple

2295.03.500Nipple

2268.07.000 3.500Packer

2612.04.500 0.000Bridge Plug

2604.04.500 0.000Bridge Plug

2597.04.500 0.000Bridge Plug

2586.04.500 0.000Bridge Plug

2588.04.500 0.000Bridge Plug

2578.04.500 0.000Bridge Plug

2608.5 Perforation Zone

2599.5 Perforation Zone

2592.5 Perforation Zone

2582.0 Perforation Zone

2573.4 Perforation Zone



2525

OP System Version: 17C0−154

SHM_GUN 17C0−154 CCL−L 17C0−154

Output DLIS Files
DEFAULT PERFO_056LUP FN:58 PRODUCER 01−Nov−2009 19:44 2561.5 M 2517.5 M

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 1000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

MAXIS Field Log

Cement Dump Pass



Output DLIS Files
DEFAULT PERFO_053LUP FN:55 PRODUCER 01−Nov−2009 17:59

Output DLIS Files
DEFAULT PERFO_056LUP FN:58 PRODUCER 01−Nov−2009 19:44

OP System Version: 17C0−154

SHM_GUN 17C0−154 CCL−L 17C0−154

 Format: PERFO_1       Vertical Scale:   1:200  Graphics File Created: 01−Nov−2009 19:44

CCL−L: Casing Collar Locator
CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

OP System Version: 17C0−154

MAXIS Field Log

Water Dump Pass

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 1000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

2550

Cement Dumped @ 2571.5m MDKB

CCL to Bottom of Bailer = 12m

CCL Stop Depth = 2559.5m MDKB



Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 1000

2550

Water Dumped @ 2571.5m MDKB

CCL To Bottom Of Bailer = 12m

CCL Stop Depth = 2559.5m MDKB

SHM_GUN 17C0−154 CCL−L 17C0−154

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 1000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

2525



OP System Version: 17C0−154

MPEX−AA 17C0−154 MPSU−BA 17C0−154
CCL−PCCL 17C0−154

Output DLIS Files
DEFAULT MPBT_038LUP FN:42 PRODUCER 01−Nov−2009 01:10

MPBM Cable Current (CCUR)
(MA)300 700

Differential Tension (DTEN)
(LBF)−200 200

MPSU Head Voltage (HV)
(V)250 350

MPSU Run
Status
(STAT)

(−−−−)0 10

Tension (TENS)
(LBF)2000 0

RUN Time
(RTIM)
(MN)

ON/Int
From D3T
to STAT

PIP SUMMARY

MPSU Run Time  Every  1 MN
MPSU Run Time Every  10 MN

Time Mark Every  60 S

 14.5

Output DLIS Files
DEFAULT PERFO_053LUP FN:55 PRODUCER 01−Nov−2009 17:59

OP System Version: 17C0−154

SHM_GUN 17C0−154 CCL−L 17C0−154

 Format: PERFO_1       Vertical Scale:   1:200  Graphics File Created: 01−Nov−2009 17:59

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

(−−−−)−19 1 (LBF)0 1000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

MAXIS Field Log

4.5" Posiset Plug Setting
Top of Seal @ 2572m MDKB



  3.5

  4.5

  5.5

  6.5

  7.5

  8.5

  9.5

 10.5

 11.5

 12.5

 13.5



Output DLIS Files
DEFAULT MPBT_038LUP FN:42 PRODUCER 01−Nov−2009 01:10

OP System Version: 17C0−154

MPEX−AA 17C0−154 MPSU−BA 17C0−154
CCL−PCCL 17C0−154

 Format: MPBT       Vertical Scale:   1:600  Graphics File Created: 01−Nov−2009 01:10

Parameters

DLIS Name Description Value
MPSU−BA: MECHANICAL PLUGBACK SETTING UNIT

IPUMP Intensifier Pump TRUE

Input DLIS Files
DEFAULT Flip_MPBT_040LUP PRODUCER 01−Nov−2009 01:26 2565.3 M 2363.3 M

MAXIS Field Log

Log Down to Plug Setting Depth
Top of Seal @ 2572m MDKB

Parameters

MPBM Cable Current (CCUR)
(MA)300 700

Differential Tension (DTEN)
(LBF)−200 200

MPSU Head Voltage (HV)
(V)250 350

MPSU Run
Status
(STAT)

(−−−−)0 10

Tension (TENS)
(LBF)2000 0

RUN Time
(RTIM)
(MN)

ON/Int
From D3T
to STAT

PIP SUMMARY

MPSU Run Time  Every  1 MN
MPSU Run Time Every  10 MN

Time Mark Every  60 S

  0.5

  1.5

  2.5



2400

Marker Joints

OP System Version: 17C0−154

MPEX−AA 17C0−154 MPSU−BA 17C0−154
CCL−PCCL 17C0−154

DEFAULT Flip_MPBT_040LUP PRODUCER 01−Nov−2009 01:26 2565.3 M 2363.3 M

Output DLIS Files
DEFAULT MPBT_043PUP FN:45 PRODUCER 01−Nov−2009 01:27 2565.3 M 2363.3 M

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

2375



2450

2425



2500

2475



Parameters

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

2550

Top of Seal @ 2572m MDKB

CCL to Top of Seal = 6.65m

CCL Stop Depth = 2565.35m MDKB

Logged Down To Setting Depth.

2525



OP System Version: 17C0−154

MPEX−AA 17C0−154 MPSU−BA 17C0−154
CCL−PCCL 17C0−154

Input DLIS Files
DEFAULT Flip_MPBT_039LUP PRODUCER 01−Nov−2009 01:26 2361.1 M 2262.1 M

Output DLIS Files
DEFAULT MPBT_042PUP FN:44 PRODUCER 01−Nov−2009 01:27 2361.1 M 2262.1 M

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

Input DLIS Files
DEFAULT Flip_MPBT_040LUP PRODUCER 01−Nov−2009 01:26 2565.3 M 2363.3 M

Output DLIS Files
DEFAULT MPBT_043PUP FN:45 PRODUCER 01−Nov−2009 01:27

OP System Version: 17C0−154

MPEX−AA 17C0−154 MPSU−BA 17C0−154
CCL−PCCL 17C0−154

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 01−Nov−2009 01:27

DLIS Name Description Value
CCL−PCCL: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

System and Miscellaneous
DO Depth Offset for Playback 0.0 M
PP Playback Processing NORMAL

MAXIS Field Log

Correlate Plug to EOT
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OP System Version: 17C0−154

MPEX−AA 17C0−154 MPSU−BA 17C0−154
CCL−PCCL 17C0−154

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 01−Nov−2009 01:27

Input DLIS Files
DEFAULT Flip_MPBT_039LUP PRODUCER 01−Nov−2009 01:26 2361.1 M 2262.1 M

Parameters

DLIS Name Description Value
CCL−PCCL: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

System and Miscellaneous
DO Depth Offset for Playback 0.0 M
PP Playback Processing NORMAL

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

2350



Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)2200 2700

Temperature (TEMP_MWPT)
(DEGF)180 210

Tension (TENS)
(LBF)0 2000

Strain Gauge Pressure (SGP)
(PSIA)0 20

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

Time Mark Every  60 S

2247.7183.7

2246.6183.7

2245.1183.6

2243.8183.6

2242.7183.5

2241.2183.4
2200

2239.8183.3

2239.3183.3

2239.3183.3

2239.3183.3

2239.3183.3

OP System Version: 17C0−154

MWPT−CA 17C0−154 MWGT−AA 17C0−154

Input DLIS Files
DEFAULT PERFO_026LUP FN:30 PRODUCER 31−Oct−2009 22:03 2575.3 M 2197.5 M

Output DLIS Files
DEFAULT PERFO_028PUP FN:32 PRODUCER 31−Oct−2009 22:43 2573.9 M 2193.6 M

 Company: Esso Australia Pty Ltd.  Well: A−13a 

Output DLIS Files
DEFAULT MPBT_042PUP FN:44 PRODUCER 01−Nov−2009 01:27

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

Dummy Plug Pass



2304.1186.6
GR 2303.1186.6

2301.8186.5

2300.5186.5

2299.3186.4

2297.9186.4

2296.6186.3

2295.3186.3 SGP

2293.9186.2

2292.6186.1

2250 2291.6186.0

2290.3186.0

2289.0185.9

2287.7185.9
TEMP_MWPT

2286.3185.8

2285.0185.7 TENS
2283.9185.7

SGP 2282.5185.6
TEMP_MWPT

2281.3185.6

2279.9185.5

2278.6185.4

2277.3185.3

2274.8185.2

2273.6185.1

2272.2185.0

2271.0185.0

2269.6184.9

2268.5184.8

2267.0184.8
2225 2265.7184.7

2264.6184.7

2263.3184.6

2262.0184.5

2260.8184.4

2259.2184.3

2258.2184.3

2256.7184.2

2255.4184.2

2254.2184.1

2253.1184.0

2251.7183.9

2250.3183.9

2249.1183.8

2277.3185.3

2276.0185.2



2361.7188.7

SGP 2360.4188.7

2359.1188.6

2357.5188.6

2356.1188.5

2355.1188.4

2353.3188.4

2352.1188.4
TEMP_MWPT

2350.8188.3

TENS2349.2188.2

2347.8188.2
SGP 2346.6188.1

TEMP_MWPT
2344.9188.1

2343.7188.0
2300

2342.3188.0

2340.7187.9

2339.5187.9

2338.0187.8

2336.6187.7

2335.6187.7

2334.6187.6

2363.3188.8

2333.1187.6

2331.9187.6

2330.8187.5

2329.3187.5

2328.0187.4

2326.8187.4

2325.3187.3

2324.0187.3

2323.2187.3

2321.4187.3

2320.4187.2

2319.0187.1

2317.6187.1 2275
2316.4187.1

2315.4187.0

2314.0187.0

2312.7186.9

2311.4186.9

2309.5186.8
CCL 2308.1186.8

CS
2306.5186.8

2305.0186.7

2334.6187.6



2423.5191.7

2422.2191.6

2420.8191.5

2419.5191.5

2418.2191.4

2416.9191.3

2415.4191.3

2414.0191.3

2412.7191.1

2411.5191.0

2410.0191.0

2408.7190.9

2407.2190.8

2405.9190.8

2404.6190.7

2403.2190.6

2401.9190.6

2400.4190.5

2399.0190.4

2397.7190.4 2350
2396.0190.3

2394.9190.2

2375

2393.6190.2

2392.2190.1

2390.7190.0

2389.3190.0

2388.0189.9

2386.7189.8

2385.2189.8

2383.9189.7

2382.4189.6

2381.0189.6

2379.7189.5

2378.2189.5

2376.9189.4

2375.6189.3
CCL

2374.1189.3CS
2372.8189.2

2371.5189.2

2325 2369.9189.1
GR

2368.6189.0

2367.3189.0

2365.9188.9

2364.5188.8

2394.9190.2



2484.1194.9

2482.8194.8

2481.3194.8

2480.1194.7

2478.8194.6 2425

2477.3194.6

2475.9194.5

2474.6194.4

2473.1194.3

2471.7194.2

2470.5194.2

2469.2194.2

2467.7194.0CCL
CS 2466.3193.9

2464.8193.9

2463.5193.8

2462.1193.7GR

2460.8193.7

2459.5193.6

2458.1193.5

2456.7193.4

2455.3193.4

SGP
2452.6193.2

2400 2451.1193.2

2449.9193.1

2448.4193.0

2447.0192.9

2445.7192.9
TEMP_MWPT 2444.3192.8

2443.0192.7
TENS

2441.5192.6

2439.9192.6 SGP
TEMP_MWPT 2438.7192.5

2437.2192.4

2436.0192.4

2434.7192.3

2433.4192.2

2431.9192.2

2430.4192.1

2429.0192.0

2427.7191.9

2426.4191.8

2424.9191.8
2375

2455.3193.4

2454.0193.3



2542.4197.7

2541.1197.6

2539.7197.5

2538.5197.5

2537.1197.4

2535.7197.3

2534.3197.3

2533.1197.2
2475 2531.8197.2

2530.4197.1

2528.8197.0

2527.6197.0

2526.2196.9

2525.0196.9

2523.7196.8

2522.1196.7

2520.9196.7

2519.6196.6

2518.0196.6

2516.8196.5

2515.4196.5

2543.9197.7

2514.0196.4

2512.8196.3

2511.4196.3

2510.0196.2

2508.8196.2

2507.4196.1

2505.8196.1
2450

2504.6196.0

2503.3195.9

2501.8195.8

2500.5195.8

2499.1195.7

2497.7195.6

2496.2195.6

2495.0195.5

2493.6195.4

2492.3195.3

2491.0195.3

2489.4195.2

2488.2195.1

2486.9195.1

2485.4195.0

2515.4196.5



2603.5200.4

2602.0200.4

2600.9200.3

2599.4200.3

2598.0200.2

2596.7200.2

2595.1200.1

2593.9200.0

2592.6200.0

2591.2199.9

2589.7199.9

2588.6199.8

2587.1199.7

2585.8199.6
2525

2584.3199.6
CCL

2583.1199.5CS
2581.6199.4

2580.5199.4

2578.9199.3
GR

2577.5199.3

2576.3199.2

2574.7199.1

2573.6199.0

2572.3199.0

2570.7199.0
SGP 2569.5198.9

2568.1198.8

2566.5198.7

2565.6198.7

2564.0198.6

2562.6198.5

2561.3198.5 TEMP_MWPT
2560.0198.4

TENS2558.6198.4 2500

2557.1198.3
SGP

2556.0198.3 TEMP_MWPT
2554.6198.2

2553.3198.1

2552.0198.1

2550.6198.0

2549.0198.0

2547.9197.9

2546.6197.8

2545.2197.8

2574.7199.1



Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

System and Miscellaneous
DO Depth Offset for Playback −1.4 M
PP Playback Processing NORMAL

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)2200 2700

Temperature (TEMP_MWPT)
(DEGF)180 210

Tension (TENS)
(LBF)0 2000

Strain Gauge Pressure (SGP)
(PSIA)0 20

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

2634.3201.7

2634.4201.7

2634.1201.6
HUD Tagged @ 2574.4m MDKB

2631.8201.6

2630.5201.6

2629.0201.6

2627.6201.6

2626.5201.5

2625.1201.4

2623.6201.3

2622.4201.2

2620.9201.2

2619.5201.1

2618.3201.1

2617.1201.0

2615.6201.0

2614.3200.9

2613.0200.9
2550 2611.4200.8

2610.4200.7

2608.9200.7

2607.5200.6

2606.1200.6

2604.9200.5

2634.1201.6

2633.4201.6
Tool Zero to Bottom of tool = 3.15m

HUD Tagged @ 2574.4m MDKB



19.7 19.8 19.9 20.0 20.1
T (hr)

90.0

100.0

110.0

120.0

D
E

G
C

18030.0

18040.0

18050.0

18060.0

18070.0

18080.0

18090.0

18100.0

18110.0

K
P

A

120.018110.0

   SGP_BDYN_01
   TEMP_BDYN_01

Input DLIS Files
DEFAULT PERFO_026LUP FN:30 PRODUCER 31−Oct−2009 22:03 2575.3 M 2197.5 M

Output DLIS Files
DEFAULT PERFO_028PUP FN:32 PRODUCER 31−Oct−2009 22:43

OP System Version: 17C0−154

MWPT−CA 17C0−154 MWGT−AA 17C0−154

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 31−Oct−2009 22:43
PP Playback Processing NORMAL

MAXIS Field Log

Gun Fired @ 
2564m to 2566.5m MDKB



OP System Version: 17C0−154

MWP_GUN 17C0−154 MWPT−CA 17C0−154
MWGT−AA 17C0−154

Output DLIS Files
DEFAULT PERFO_021LUP FN:25 PRODUCER 31−Oct−2009 20:10 2567.9 M 2515.7 M

 Company: Esso Australia Pty Ltd.  Well: A−13a 

Tension (TENS)
(LBF)0 2000

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

Gun Shooting Pass

 
     TIME      KPAL          PSIA         DEGF

  
    3720.0   18105.0575    2625.9208     203.6340
    3780.0   18106.1356    2626.0772     203.6459
    3840.0   18105.6735    2626.0102     203.6476
    3900.0   18106.5652    2626.1395     203.6476
    3960.0   18106.7726    2626.1696     203.6501
    4020.0   18106.1799    2626.0836     203.6343
    4080.0   18106.6830    2626.1566     203.6410
    4140.0   18107.2170    2626.2340     203.6404
    4200.0   18107.2756    2626.2426     203.6317
    4260.0   18076.4677    2621.7742     203.8749
    4320.0   18067.6667    2620.4978     204.2957
    4380.0   18061.5179    2619.6060     204.3353
    4440.0   18062.3966    2619.7334     204.3377 GUN FIRED
    4500.0   18058.4016    2619.1540     205.5592
    4560.0   18073.6739    2621.3690     204.7334
    4620.0   18087.3401    2623.3511     204.6318
    4680.0   18100.3548    2625.2388     204.6484
    4740.0   18103.7146    2625.7261     204.6827
    4800.0   18104.8659    2625.8931     204.6899
    4860.0   18104.8952    2625.8973     204.7036
    4920.0   18105.9575    2626.0514     204.6988
    4980.0   18108.2618    2626.3856     204.6968



2626.6204.8

2625.6204.7

2624.6204.7

2623.6204.7

2622.5204.7

2621.3204.8

2620.0204.8

2619.1204.8

2617.7204.8

2616.5204.9

2550 2615.2205.0

2614.0205.0

2612.6205.1

2611.3205.2

2610.1205.2

2608.7205.3

2607.4205.4

2606.0205.5
CCL

2604.6205.6CS
2603.4205.7

2601.7205.8

2600.6205.9

2627.5204.9 Top Shot @ 2564m MDKB

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)2550 2650

Temperature (TEMP_MWPT)
(DEGF)200 220

Strain Gauge Pressure (SGP)
(PSIA)0 20

GR
2599.2206.0

2597.8206.1

2596.5206.2

2595.2206.2

2593.6206.2

2592.5206.1

SGP 2591.0206.1

2589.6206.0
2525 2588.2205.9

2586.8205.7

2585.3205.5

2584.0205.4

2582.7205.2
TEMP_MWPT

2581.3205.0
TENS2581.0204.9

2581.0204.9

2601.7205.8

2600.6205.9



Output DLIS Files
DEFAULT PERFO_018LUP FN:22 PRODUCER 31−Oct−2009 19:30 2567.2 M 2530.3 M

 Company: Esso Australia Pty Ltd.  Well: A−13a 

Output DLIS Files
DEFAULT PERFO_021LUP FN:25 PRODUCER 31−Oct−2009 20:10

OP System Version: 17C0−154

MWP_GUN 17C0−154 MWPT−CA 17C0−154
MWGT−AA 17C0−154

OP System Version: 17C0−154

MWP_GUN 17C0−154 MWPT−CA 17C0−154
MWGT−AA 17C0−154

MAXIS Field Log

Gun Correlation Pass

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 31−Oct−2009 20:10

OP System Version: 17C0−154

Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)2550 2650

Temperature (TEMP_MWPT)
(DEGF)200 220

Tension (TENS)
(LBF)0 2000

Strain Gauge Pressure (SGP)
(PSIA)0 20

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

2628.6205.0

2629.2205.0

2628.6205.0

2627.5204.9

Top Shot @ 2564m MDKB

CCL To Top = 4m

CCL Stop Depth = 2560m MDKB



Casing Collar Locator (CCL)

Cable Speed (CS)
(F/HR)0 5000

Strain Gauge Pressure (SGP)
(PSIA)2550 2650

Temperature (TEMP_MWPT)

2632.1203.8

2632.0203.8

2630.7203.8
CCL 2629.2203.7

CS
2627.9203.7

2626.5203.7

2624.9203.6
GR 2623.6203.6

2622.2203.6

2620.6203.5

2619.4203.5

2618.0203.5

2616.5203.4

2615.2203.4 SGP2550
2613.8203.3

2612.2203.3

2610.7203.3

2609.6203.2

2608.0203.2

2606.5203.1
TEMP_MWPT

Casing Collar Locator (CCL)
(−−−−)−19 1

Cable Speed (CS)
(F/HR)0 5000

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)2550 2650

Temperature (TEMP_MWPT)
(DEGF)200 220

Tension (TENS)
(LBF)0 2000

Strain Gauge Pressure (SGP)
(PSIA)0 20

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

2605.2203.1

2603.5203.0 TENS
2602.3203.0

SGP 2601.1203.0
TEMP_MWPT

2599.5202.9

2598.0202.9

2596.8202.8

2595.2202.8

2595.2202.8

2606.5203.1
TEMP_MWPT



DEFAULT PERFO_018LUP FN:22 PRODUCER 31−Oct−2009 19:30

2 1/8" Powerjet MWPT Perforation Record
4.5" Posiset Plug Setting Record
Cement Dump Record

Company:

Well:
Field:
Rig:
Country:

Esso Australia Pty Ltd.

A−13a
Bream A
Prod4 / Crane
Australia

OP System Version: 17C0−154

MWP_GUN 17C0−154 MWPT−CA 17C0−154
MWGT−AA 17C0−154

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 31−Oct−2009 19:30

Output DLIS Files
DEFAULT PERFO_018LUP FN:22 PRODUCER 31−Oct−2009 19:30

Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Temperature (TEMP_MWPT)
(DEGF)200 220

Tension (TENS)
(LBF)0 2000

Strain Gauge Pressure (SGP)
(PSIA)0 20

Temperature (TEMP_MWPT)
(DEGF)0 2

Pressure (SGP)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S


