Report for : C. Stead / G. Doty / R. Moore

Compiled by: P. Rady / M. Smith / A. Poetsch
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	WELL 
	FTA-A30A

	DATE
	25-10-2007

	DAY #
	27

	MIDNIGHT ACTIVITY
	Running in hole at 3041.0 mMDRT.
	
	ROP DATA (LAST 24 hours)
	M/hr
	DEPTH (m)

	MIDNIGHT DEPTH
	4950.0 mMDRT
	
	MINIMUM
	-
	-

	TVD
	2421.3 mTVDRT
	
	MAXIMUM 
	-
	-

	PROGRESS LAST 24 hrs
	-
	
	AVERAGE
	-
	


	PRELIMINARY

FIELD PICKS
	ACTUAL TOP 

(mMDRT)
	ACTUAL TOP

(mTVDRT)
	ACTUAL TOP  (mTVDSS)

RT to MSL  (42.5m) 
	HIGH/ LOW (mTVD)
	PROGNOSED TOP (mMDRT)
	PROGNOSED TOP (mTVDRT)

	Lakes Entrance
	4297.0
	2209.4
	-2166.9
	6.1 High
	4308.0
	2215.5

	Top of Latrobe
	4906.5
	2406.0
	-2363.5
	22.5 Low
	4843.5
	2383.5

	TCC / FM14A
	4909.5
	2407.0
	-2364.5
	22.5 Low
	4846.7
	2384.5

	Top F14B
	-
	-
	-
	-
	4854.7
	2387.0

	Top F14D
	4914.0
	2408.6
	-2366.1
	19.6 Low
	4861.1
	2389.0

	FFHB / M-101B
	-
	-
	-
	-
	4872.2
	2392.5

	FFHD / M-101D
	
	
	
	
	4878.6
	2394.5

	MC3
	
	
	
	
	4916.8
	2406.0

	1AFS (M111)
	
	
	
	
	4948.7
	2416.5

	3AFS (M113)
	
	
	
	
	5076.2
	2456.5

	Total Depth
	
	
	
	
	5129.0
	2472.9


	SENSOR OFFSETS.  LWD RUN #5

	SENSOR
	LENGTH TO BIT (m)
	SENSOR
	LENGTH TO BIT (m)

	Gamma
	9.97
	Ultrasonic
	11.59

	Resistivity
	13.01
	D & I
	20.12

	Neutron Far
	13.26
	APWD
	16.86

	Density Long
	11.17
	Sonic Array
	29.82


	Current Formation 
	Latrobe Group: 70% Siltstone; 30% Sandstone


	GAS DATA


	DEPTH

(m)
	TOTAL

GAS (U)
	C1 %
	C2 %
	C3 %
	C4 %
	C5 %
	

	MAX (Reserval)
	-
	-
	
	
	
	
	
	

	MAX (GFF)
	-
	-
	
	
	
	
	
	

	BG (Reserval)
	-
	-
	
	
	
	
	
	

	BG (GFF)
	-
	-
	
	
	
	
	
	

	TRIP GAS Reserval
	-
	-
	
	
	
	
	
	

	TRIP GAS (GFF)
	-
	-
	
	
	
	
	
	

	CONNECTION GAS
	-
	-
	
	
	
	
	
	

	H2S  
	-
	-
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No. 
	5RR 
	4RR 

	SIZE                 (in)
	9-7/8
	9-7/8

	MANUFACTURER/TYPE
	Reed Hycalog RSX616M-A11
	Reed Hycalog RSX616M-A11

	JETS                 (/32 inch)
	6 x 20
	6 x 20

	DEPTH IN       (m)
	4950.0
	4602.0

	DEPTH OUT   (m)
	
	4950.0

	METRES ON RUN (m)
	
	348.0

	HRS ON BTM 24hrs/total
	
	9.5

	BIT CONDITION
	
	2-2-WT-A-X-IN-CT-BHA

	RPM RANGE LAST 24 hrs
	
	

	Pump Hrs  24 hrs / total
	5.5 / 5.5
	54.5

	Krevs         24 hrs / total
	
	22.5


	24 HOUR SUMMARY


	Continue to down load tools. Change out and initialise tools. Circulate and condition and continue to pump while running in hole BHA up to 36.0m MDRT. Perform shallow hole test as per Anadrill’s instructions. Pick up BHA and load source n ECO-Scope tool, run in hole heavy weight drill pipe to 165.0m MDRT. Circulate and condition and conduct shallow hole test at 165.0m MDRT (500gpm at 1100psi). Run in hole from 165.0m MDRT to 985.0m MDRT and circulate bottoms up. Continue to run in hole from 985.0m MDRT to 1931.0m MDRT and break circulation. Slip and cut drill line and flow check on trip tanks. Service rig and top drive and calibrate drill line sensors whilst circulating bottoms up. Continue to run in hole on elevators, filling pipe every 400m. Monitor trip tanks whilst running in hole from 1931.0m MDRT to 2415.0m MDRT. Continue to run in hole filling pipe every 400m and circulating every 1000m (checking ECD’s and Anadrill tools functioning) from 2415.0m MDRT to 2926.0 mMDRT. Circulate and condition and work stand at 2926.0 mMDRT whilst weighting up mud from 11.8ppg to 12.1ppg. Continue to run in hole and circulate every 400m from 2926.0m MDRT to 3041.0m MDRT.



	26-10-2007

5AM UPDATE
	Continue to run in hole and circulate and condition from 3041.0m MDRT to 4319.0m MDRT, filling pipe every 400m and circulating.




