Report for : R. Moore / R. Spence

Compiled by: B. Morriss /  S. Oades 
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	WELL 
	FTA-A30A

	DATE
	2-11-2007

	DAY #
	35

	MIDNIGHT ACTIVITY
	Rack back jar and accelerator in derrick. 
	
	ROP DATA (LAST 24 hours)
	M/hr
	DEPTH (m)

	MIDNIGHT DEPTH
	5097.0m MDRT
	
	MINIMUM
	
	

	TVD
	2473.8m MDRT
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	0.0m
	
	AVERAGE
	
	


	PRELIMINARY

FIELD PICKS
	ACTUAL TOP 

(mMDRT)
	ACTUAL TOP

(mTVDRT)
	ACTUAL TOP  (mTVDSS)

RT to MSL  (42.5m) 
	HIGH/ LOW (mTVD)
	PROGNOSED TOP (mMDRT)
	PROGNOSED TOP (mTVDRT)

	Lakes Entrance
	4297.0
	2209.4
	-2166.9
	6.1 High
	4308.0
	2215.5

	Top of Latrobe
	4906.5
	2406.0
	-2363.5
	22.5 Low
	4843.5
	2383.5

	TCC / FM14A
	4909.5
	2407.0
	-2364.5
	22.5 Low
	4846.7
	2384.5

	Top F14B
	-
	-
	-
	-
	4854.7
	2387.0

	Top F14D
	4914.0
	2408.6
	-2366.1
	19.6 Low
	4861.1
	2389.0

	FFHB / M-101B
	-
	-
	-
	-
	4872.2
	2392.5

	FFHD / M-101D
	4935.0
	2416.0
	-2378.5
	21.5 Low
	4878.6
	2394.5

	MC3
	4950.0
	2421.3
	-2378.8
	15.3 Low
	4916.8
	2406.0

	1AFS (M111)
	4986.5
	2391.8
	-2434.3
	17.8 Low
	4948.7
	2416.5

	3AFS (M113)
	5083.5
	2469.0
	-2426.5
	12.5 Low
	5076.2
	2456.5

	Total Depth
	5097.00
	2473.78
	-2431.1
	0.9 Low
	5129.0
	2472.9


	SENSOR OFFSETS.  LWD RUN #

	SENSOR
	LENGTH TO BIT (m)
	SENSOR
	LENGTH TO BIT (m)

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Current Formation 
	


	GAS DATA


	DEPTH

(m)
	TOTAL

GAS (U)
	C1 %
	C2 %
	C3 %
	C4 %
	C5 %
	

	MAX (Reserval)
	-
	-
	
	
	
	
	
	

	MAX (GFF)
	-
	-
	
	
	
	
	
	

	BG (Reserval)
	-
	-
	
	
	
	
	
	

	BG (GFF)
	-
	-
	
	
	
	
	
	

	TRIP GAS Reserval
	-
	-
	
	
	
	
	
	

	TRIP GAS (GFF)
	-
	-
	
	
	
	
	
	

	CONNECTION GAS
	-
	-
	
	
	
	
	
	

	H2S  
	-
	-
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No. 
	
	

	SIZE                 (in)
	
	

	MANUFACTURER/TYPE
	
	

	JETS                 (/32 inch)
	
	

	DEPTH IN       (m)
	
	

	DEPTH OUT   (m)
	
	

	METRES ON RUN (m)
	
	

	HRS ON BTM 24hrs/total
	
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	
	

	Pump Hrs  24 hrs / total
	
	

	Krevs         24 hrs / total
	
	


	24 HOUR SUMMARY


	Continue to lay out all joints of 7" casing and recover all centralisers. Rig down 7" handling gear. Service Far Scandia. Rig up ST-80. Change bails and rig up 5" handling gear. Flow check well- OK. Drain 13⅝" riser. Continue to service boat. Make up 5 ½" test assembly, seat same and make up high pressure lines. Howco flush lines and conduct line test 300 / 3000 psi for 5 minutes- OK. Howco pressure test BOP’s and choke and stand pipe manifolds 300 / 3000 psi for 5 minutes- OK. Break down test assembly to test blind rams. Screw into test plug and conduct BOP function test as per ESSO requirements. Break down test assembly. Make up wear bushing assembly. Run wear bushing.  Break down wear bushing and lay out. Flush choke and kill manifold with mud. Fill stack. Pick up jar and accelerator and make up. Rack back same in derrick. Commence making up wiper assembly BHA #6. 



	3-11-2007

5AM UPDATE
	Continue making up wiper assembly BHA#6.  


