1. Brief Description
Fugro Survey Pte Ltd through its subsidiary in Indonesia, PT Fugro Indonesia was contracted by Fugro Survey AS to carry out the following services for their survey vessel MV Pacific Titan at Semayang Wharf, Balikpapan, Indonesia on 07 up to 08th August 2007.

·  DGPS System Verification

·  Gyro Calibration

·  Tail Buoys Verification

1.1 Summary of Results
The results are summarized and tabulated as follows:

a) DGPS System Verification

	
	Easting (m)
	Northing (m)

	System
	C - O
	Std Dev.
	C - O
	Std Dev.

	Port GPS Antenna
	-1.4
	0.4
	1.6
	0.2

	Stbd GPS Antenna (Primary)
	-1.4
	0.4
	1.6
	0.1


b) Gyro Calibration

	
	
	Gyro 1 HS 50
	Gyro 2 AD 100

	Cal. #
	Heading
	C - O
	Std Dev.
	C - O
	Std Dev.

	August 7
	15.3
	1.1
	0.8
	2.2
	0.2

	August 8
	191.9
	1.6
	0.8
	2.2
	0.6

	Mean
	
	1.35
	0.8
	2.2
	0.4


c) Tail Buoys System Verification

	
	Degrees (
	Distance (m)

	System
	Mean
	Std Dev.
	Mean
	Std Dev.

	Pod1260
	3.19
	1.76
	-0.55
	2.10

	Pod1314
	1.49
	1.08
	2.05
	1.05

	Pod1411
	1.45
	4.32
	-1.96
	0.98

	Pod1503
	-3.68
	3.34
	0.73
	1.22

	Pod1511
	-0.56
	4.07
	1.91
	2.85

	Pod1518
	0.82
	0.33
	0.32
	0.38

	Pod1575
	1.33
	1.69
	1.14
	0.71

	Pod2041
	-0.11
	2.28
	2.00
	1.89


