
28/10/2003    06:51    Seq_012_1124P2.xls

Navigation Line Log

Client: Woodside Energy Limited Job #: 2003084 Area  : Antares

W03ANT1124P2 306 °

012 300

CP, VL

 Nav System I, V1G1: MRDGPS Ver. 2.06.07 using Starfix DGPS P190:
 Nav System II, V1G2: Multifix 4 ver1.01 Skyfix DGPS P294:
 Nav System III, V1G3: Seadiff Ver. 7.05n using Starfix DGPS
 Nav System IV, V1G4: Multifix 4 ver1.01 Skyfix DGPS
Spectra : Ver 9.8.05 Sonardyne: Ver 7.00.05-T

From SP To SP Streamer and Rx range Reason

 
Shot Time Time DC BSP Depth Feather Comments
no UTC Local m m degrees

1737 17:22 04:22 -96 4.6 38 5.3S Dummy shots
1687 17:28 04:28 -93 4.5 38 2.4S SOL, FSP Overlap
1677 17:30 04:30 -93 4.5 40 2.0S FSP Prime
1500 17:54 04:54 -88 4.5 38 0.7S
1400 18:07 05:07 -88 4.4 37 0.9S
1300 18:21 05:21 -93 4.4 38 0.8S
1200 18:34 05:34 -96 4.4 40 0.7S
1100 18:48 05:48 -92 4.4 41 0.6S  

 
 
 
 
 
 
 
 

1001 19:02 06:02 -69 4.4 38 1.1S LFFSP
893 19:17 06:17 -69 4.4 37 1.0S EOL, LSP 
889 19:17 06:17 -70 4.4 38 1.0S 4 dummy shots

SHOT POINTS 

TO BE EDITED

W03ANT1124P2.0.p294

SP #1270 Southern Salvor on Stb beam, asked to move ahead 300 metres nto reduce noise

array 4 rgps prone to update slowly - swell washing  over pod affecting sv tracking
compass and acoustic data degraded by swell

Streamers at 7.5 metres

     PGS EXPLORATION AS - ORIENT EXPLORER

Continuation of Seq011 after termination for airleak

bird S4C4 dead

Filenames

27-Oct-03

NOTES 

NE 12 knots SSW 2 m

W03ANT1124P2.0.p190

Line Number:

Sequence Number:

Wind:

Line Direction:

Sea state: Navs:

JD:

Date:


