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Megascolides 1 Re-entry (Mobilization)

12-Dec-06 Chris Dann/Brian Holland

a7

Darren Thompson

WELL DATA

Australia

Onshore Gippsland

Century

Rig 11 $977,378

120 m

52m

SUMMARY OF PERIOD 00:00 to 2400HRS: --- Cold night and days cool, repair/modify rig equipment, repair valves, check certification, work on HSE items,

continue assembly of handling tools, witness pressure testing BOP Manifold and mud lines.

CURRENT OPERATION @ 06:00HRS: ---------- Make repairs as per inspection list

PLANNED OPERATIONS FOR NEXT 24HRS: ----------- Finish inspection and rectify all major items.

Once all items identified as "A" are rectified, spud well.

OPERATIONS FOR PERIOD 00:00 to 24:00

0:00 6:00]{Repair output line control valves from Mud pumps and test.
6:00 6:15|Tradesmen Safety Meeting
6:15 0:00{Move more pipe off location for repair.

Inspect all items prior to spud as per agreed check list.

Some items outstanding require attention.

BHI do not have a PVT working, and do not record torque, require installation tech.

Pipe cleaned and strapped on rack.

Pump motor required adjustment after initial run up.

Mud pit required modification to newly installed walls to allow for correct operation.

‘ WATER BASED MUD DETAILS

EQUIPMENT, VOLUMES AND LOSSES DATA

Shaker 1

Shaker 2

Desander

Desilter




