EAST PILCHARD-1 ACTUAL WELLBORE SCHEMATIC AFTER SUSPENSION

LOCATION: AGD 66. Latitude 38° 11' 54.184" S. Longitude 148° 33' 42.825" E.
AMG Zone 55 Easting 636,764.56m, Northing 5,771,005.83m

Rig on Location 1215hr 3-Jul-01. Rig Released 2300hr 13-Aug-01.
Vessel: DIAMOND OFFSHORE's Semi-submersible "OCEAN BOUNTY"

ALL DEPTHS IN METERS FROM ROTARY TABLE (MD=TVD)

MSL @ 25m RT

WATER DEPTH = 91.34m
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TOP CORROSION CAP @ 112.56m RT

18-3/4" WELLHEAD HOUSING @ 113.28m RT

ML @ 116.34m RT

TOC @ ML FOR BOTH STRINGS

20" X 13-3/8" X-OVER @ 123.8m
30" 457/310# X-52 ST-2 JOINTS
17-1/2" x 36" HOLE TO 163m y at 163m (47m BML)
INHIBITED
10.1# MUD
20" 203# X-56 x 13-3/8" 68# K-55 BTC
17-1/2" HOLE TO 885m ‘ PLUG #1 at 873m
L |
PLUG #1
12-1/4" VERTICAL HOLE 826m-890m

Tagged with 10 kips WOB.

INHIBITED
10.1# MUD | TOC |@ 2392m MDRT
calculated based on caliper hole plus 20%

] TOC @
HIGHEST HYDROCARBONS 2522m, Float
@ 2592m collar

Primary Cement [ | 145ppg | 15.8

tail PPY

P&A Cement |:| lead

9-5/8" 47# & 53.5# L80 LTC

‘ ‘ at 3126m

TD at 3138m
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