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	WELL 
	BMA-A23A

	DATE
	05-07-2005

	DAY #
	1

	MIDNIGHT ACTIVITY
	Run in hole Whipstock
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	
	
	MINIMUM
	
	

	TVD
	
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	
	
	AVERAGE
	
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	Lakes Entrance
	1362.96
	1032.82
	1000.00
	
	
	

	Kick off Point
	2248.90
	1500.00
	1467.18
	
	2248.90
	1500.00

	Top of Latrobe
	
	
	
	
	2757.84
	1744.82

	TCC (N-1)
	
	
	
	
	3099.42
	1902.82

	BWST
	
	
	
	
	3103.11
	1910.80

	CbF2
	
	
	
	
	3151.19
	1928.80

	CBF1
	
	
	
	
	3164.27
	1932.80

	Cbsb horizon
	
	
	
	
	3181.60
	1940.80

	Total Depth
	
	
	
	
	3293.99
	1992.80


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	
	
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	1
	

	SIZE                 (in)
	8½”
	

	MANUFACTURER/TYPE
	Reed Hycalog / RSX 163
	

	JETS                 (/32 inch)
	6 x 20
	

	DEPTH IN       (m)
	 M
	

	DEPTH OUT   (m)
	
	

	METRES ON RUN (m)
	
	

	HRS ON BTM 24hrs/total
	
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	
	

	KRevs 24 hrs / 
	
	

	24 HOUR SUMMARY
	Nipple down return lines, bell nipple, BOP, riser. Remove B-section. Re-dress 9 5/8” casing stump. Install new B-section – check orientation. Cameron install packing. Pressure test lower void and P seals. Nipple up riser, BOP and bell nipple. Nipple up flow lines. Function test BOP from all stations. Make up test assembly, rig up high pressure lines. Howco flush-test lines. Howco test BOP, choke and standpipe, 300/3000 psi, 5 mins – no go, leak source problem. Change out test plug to cup tester and run in hole. Test BOP, choke and stand pipe, ok. Remove high pressure lines, break down test assembly, make up 4” test assembly, seat same. Howco test rams and annular 300/3000 psi, 5 min ok. Break down test assembly. Test blind ram and grey lines, break down test assembly. Re-run wear bushing. Clear rig floor-rig service. Make up whip stock and run in hole. 

	05:00 AM UPDATE 

06-07-2005

DEPTH @ 05:00 hours
	Run in hole whipstock. Displace hole to mud. Set whipstock.


