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	WELL 
	BMA-A23A

	DATE
	06-07-2005

	DAY #
	2

	MIDNIGHT ACTIVITY
	Run in 4” drill pipe – hook BHA.
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	
	
	MINIMUM
	
	

	TVD
	
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	
	
	AVERAGE
	
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	Lakes Entrance
	1362.96
	1032.82
	1000.00
	
	
	

	Kick off Point
	2248.90
	1500.00
	1467.18
	
	2248.90
	1500.00

	Top of Latrobe
	
	
	
	
	2757.84
	1744.82

	TCC (N-1)
	
	
	
	
	3099.42
	1902.82

	BWST
	
	
	
	
	3103.11
	1910.80

	CbF2
	
	
	
	
	3151.19
	1928.80

	CBF1
	
	
	
	
	3164.27
	1932.80

	Cbsb horizon
	
	
	
	
	3181.60
	1940.80

	GOC / OWC
	
	
	
	
	3186 / 3208
	1942.8 / 1952.8

	IN1T
	
	
	
	
	3207.54
	1952.80

	OOWC
	
	
	
	
	3227.00
	1961.80

	Total Depth
	
	
	
	
	3293.99
	1992.80


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	
	
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	1
	

	SIZE                 (in)
	8½”
	

	MANUFACTURER/TYPE
	Reed Hycalog / RSX 163
	

	JETS                 (/32 inch)
	6 x 20
	

	DEPTH IN       (m)
	 
	

	DEPTH OUT   (m)
	
	

	METRES ON RUN (m)
	
	

	HRS ON BTM 24hrs/total
	
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	
	

	KRevs 24 hrs / 
	
	

	24 HOUR SUMMARY
	Run in hole whip stock to 2149 m at controlled rate. Drift tubulars. Run in hole to 2234 m at controlled rate. Obtain tool face. Orient whip stock. Run in and tag EZSV @ 2243 m. Set and shear off whip stock while displace hole to 8.8 ppg mud. Attempt to rotate string and mill window (no success). Continue to attempt free mill from whip stock. Conduct mast inspection. Work string 205 K and free milling assembly from whip stock. POOH 2236 m to 2149 m, 10-15 K overpull. Slug pipe, rig to 4” and POOH 2149 m to 259 m. Rig to 5” – POOH HWDP, inspect mill BHA – ok – break down and lay out same. Make up hook-whip stock retrieval tool BHA and run in hole. Shallow test MWD at 249 m. Rig service. Rig to 4” – run in hole to 2143 m.

	05:00 AM UPDATE 

07-07-2005

DEPTH @ 05:00 hours
	4” DP run in hole to 2143 m.Rig to 5” – run in hole to 2227 m. Orient tool face and engage whip stock. Confirm orientation. POOH.


