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	WELL 
	BMA-A23A

	DATE
	15-07-2005

	DAY #
	11

	MIDNIGHT ACTIVITY
	Run in hole 7” casing .

75 of 256 jnts run. (1010m)
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	3302.0 m
	
	MINIMUM
	
	

	TVD
	1995.3 m
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	0 m
	
	AVERAGE
	
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	Lakes Entrance
	1363.0
	1032.8
	1000.0
	
	
	

	Kick off Point
	2248.0
	1499.5
	1466.7
	0.5 H
	2248.9
	1500.0

	Top of Latrobe
	2786.0
	1758.4
	1725.6
	13.6 L
	2757.8
	1744.8

	TCC (N-1)
	3099.5
	1903.8
	1871.0
	1.0 L
	3099.4
	1902.8

	BWST
	3117.0
	1912.0
	1879.2
	1.2 L
	3116.7
	1910.8

	CbF2
	3159.5
	1931.4
	1898.6
	2.6 L
	3155.6
	1928.8

	CBF1
	3173.0
	1938.0
	1905.2
	5.2 L
	3164.3
	1932.8

	Cbsb horizon
	3196.5
	1949.5
	1916.7
	8.7 L
	3181.6
	1940.8

	GOC / OWC
	
	
	
	
	3186.0 / 3208.0
	1942.8 / 1952.8

	PkF1
	3230.5
	1964.0
	1931.2
	11.2 L
	3207.5
	1952.8

	OOWC
	3225.5
	1961.8
	1929.0
	-
	3227.0
	1961.8

	Total Depth
	3302.0
	1995.3
	1962.5
	2.5 L
	3294.0
	1992.8


	Current Formation 
	


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	
	
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	
	2     (Wiper Trip)

	SIZE                 (in)
	
	8.5

	MANUFACTURER/TYPE
	
	TCI  Serial: MR6363

	JETS                 (/32 inch)
	
	TFA 2.071

	DEPTH IN       (m)
	
	3302

	DEPTH OUT   (m)
	
	3302

	METRES ON RUN (m)
	
	0    (6.1 hrs of pumping)

	HRS ON BTM 24hrs/total
	
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	
	

	KRevs 24 hrs / total
	
	

	24 HOUR SUMMARY
	Pull out of hole from 2166m to 183m. Conduct flowcheck, “ok”. Dress MPR’s to 4 ½”-7” VBR’s. Rack HWDP from 183m to 13m. Break out bit and layout BHA from 13m. Retreive wear bushing. Jet BOP’s and wellhead. Test lines and BOP’s 300 / 3000 psi with cup tester. Dress rig floor to run 7” casing whilst flowcheck “ok”. Conduct a pre-casing job safety analysis. Check float and shoe and run 7” casing as per program to 506m. Run in hole 75 jnts to 1010m.(Break circulation at 1010m).

	05:00 AM UPDATE 

16-07-2005

DEPTH @ 05:00 hours
	Continue to run in hole 7” casing from 1010m to 1474m.  (112 of 256 jnts run).

Run speed is approx. 12 jnts per hour. 

3302.0 mMDRT     (1995.3 mTVD / -1962.5 mTVDSS)


