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	WELL 
	HLA-A7A

	DATE
	21-05-2007

	DAY #
	2

	MIDNIGHT ACTIVITY
	Drilling 8½" production hole.
	
	ROP DATA (LAST 24 hours)
	M/hr
	DEPTH (m)

	MIDNIGHT DEPTH
	848.0 mMDRT
	
	MINIMUM
	3.3
	561.0

	TVD
	807.5 mTVDRT
	
	MAXIMUM 
	73.1
	679.0

	PROGRESS LAST 24 hrs
	296.0 m
	
	AVERAGE
	24.3
	552.0-848.0


	PRELIMINARY

FIELD PICKS
	ACTUAL TOP 

(mMDRT)
	ACTUAL TOP

(mTVDRT)
	ACTUAL TOP  (mTVDSS)

RT to MSL  (29.4m) 
	HIGH/ LOW (mTVD)
	PROGNOSED TOP (mMDRT)
	PROGNOSED TOP (mTVDRT)

	Base Miocene Channel
	
	
	
	
	2090.2
	1753.8

	Lakes Entrance 
	
	
	
	
	2652.4
	2173.4

	Top of Latrobe
	
	
	
	
	2814.7
	2294.4

	TCC
	
	
	
	
	2817.7
	2296.7

	M111
	
	
	
	
	2825.6
	2302.6

	M131
	
	
	
	
	2871.6
	2337.0

	M132U
	
	
	
	
	2898.0
	2356.7

	M132L
	
	
	
	
	2907.2
	2363.5

	M141
	
	
	
	
	2924.4
	2376.4

	M142
	
	
	
	
	2940.6
	2388.4

	M145
	
	
	
	
	2947.2
	2393.4

	M151
	
	
	
	
	2972.3
	2412.1

	Total Depth
	
	
	
	
	3031.5
	2456.3


	LWD RUN #1 TOOL OFFSETS

	SENSOR
	LENGTH TO BIT (m)
	SENSOR
	LENGTH TO BIT (m)

	GR RAB
	
	APWD
	

	RES. – BIT
	
	SONIC
	

	RES. – RING
	
	NEUTRON – FAR
	

	RES. – BUTTON – SHALLOW
	
	NEUTRON – NEAR
	

	RES. – BUTTON – MEDIUM
	
	DENSITY – LONG
	

	RES. – BUTTON – DEEP
	
	DENSITY – SHORT
	

	D&I
	
	ULTRASONIC
	


	Current Formation 
	Gippsland Limestone: 100% CALCISILTITE


	GAS DATA


	DEPTH

(m)
	TOTAL

GAS (U)
	C1 %
	C2 %
	C3 %
	iC4 %
	nC4 %
	C5 %

	MAX (FCP/FGP)
	847.0
	13
	0.242
	0.005
	
	
	
	

	MAX (Reserval)
	847.0
	16
	0.309
	0.003
	0.002
	
	
	

	BG (FCP/FGP)
	552.0-848.0
	7
	0.129
	0.002
	
	
	
	

	BG (Reserval)
	552.0-848.0
	8
	0.145
	0.002
	0.001
	
	
	

	CG (FCP/FGP)
	
	
	
	
	
	
	
	

	CG (Reserval)
	
	
	
	
	
	
	
	

	TRIP GAS (FCP)
	
	
	
	
	
	
	
	

	TRIP GAS (Reserval)
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No. 
	1
	

	SIZE                 (in)
	8½
	

	MANUFACTURER/TYPE
	Smith S616PX
	

	JETS                 (/32 inch)
	6 x 18
	

	DEPTH IN       (m)
	552.0
	

	DEPTH OUT   (m)
	
	

	METRES ON RUN (m)
	296.0
	

	HRS ON BTM 24hrs / total
	12.2 / 12.2
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	TDRPM: 60-120  MMRPM: 155-175
	

	Pump Hrs  24 hrs / total
	19.5 / 19.5
	

	Krevs         24 hrs / total
	197 / 197
	

	24 HOUR SUMMARY


	Run in hole with 4" DP from 469.0 mMDRT to tag top of cement at 515.0 mMDRT with 5 klb. Displace to mud. Drill cement from 515.0 mMDRT to 556.0 mMDRT. Time drill and kick off from 556.0 mMDRT to 571.0 mMDRT. Circulate and conditon hole. Pull back to 527.0 mMDRT and rig up side entry sub and high pressure lines to Howco. Conduct PIT at 552.0 mMDRT (547.0 mTVDRT) to 233 psi with 8.9 ppg for EMW:11.4 ppg. Run in hole from 527.0 mMDRT to 571.0 mMDRT. Drill, steer and survey 8½" production hole from 571.0 mMDRT to 848.0 mMDRT.   

	05:00 AM UPDATE
22-05-2007
	Drill, steer and survey 8½" production hole from 848.0 mMDRT to 964.0 mMDRT.

964.0 mMDRT  (905.3 mTVDRT)


