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	WELL 
	HLA-A7A

	DATE
	30-05-2007

	DAY #
	11

	MIDNIGHT ACTIVITY
	Make up shoe track
	
	ROP DATA (LAST 24 hours)
	M/hr
	DEPTH (m)

	MIDNIGHT DEPTH
	3038.0 mMDRT
	
	MINIMUM
	
	

	TVD
	2462.6 mTVDRT
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	-
	
	AVERAGE
	
	


	PRELIMINARY

FIELD PICKS
	ACTUAL TOP 

(mMDRT)
	ACTUAL TOP

(mTVDRT)
	ACTUAL TOP  (mTVDSS)

RT to MSL  (29.4m) 
	HIGH/ LOW (mTVD)
	PROGNOSED TOP (mMDRT)
	PROGNOSED TOP (mTVDRT)

	Base Miocene Channel
	2092.5
	1755.2
	-1725.8
	1.4 LOW
	2090.2
	1753.8

	Lakes Entrance 
	2660.0
	2179.3
	-2149.9
	5.9 LOW
	2652.4
	2173.4

	Top of Latrobe
	2819.8
	2299.5
	-2270.1
	5.1 LOW
	2814.7
	2294.4

	TCC
	2825.1
	2303.5
	-2274.1
	6.8 LOW
	2817.7
	2296.7

	M111
	2827.7
	2305.5
	-2276.1
	2.9 LOW
	2825.6
	2302.6

	M131
	2859.5
	2329.5
	-2300.1
	7.5 HIGH
	2871.6
	2337.0

	M132U
	2886.8
	2350.0
	-2320.6
	6.7 HIGH
	2898.0
	2356.7

	M132L
	2899.5
	2359.5
	-2330.1
	4.0 HIGH
	2907.2
	2363.5

	M141
	2906.9
	2365.0
	-2335.6
	11.4 HIGH
	2924.4
	2376.4

	M142
	2923.0
	2377.0
	-2346.6
	11.4 HIGH
	2940.6
	2388.4

	M145
	2929.7
	2382.0
	-2352.6
	11.4 HIGH
	2947.2
	2393.4

	M151
	2944.5
	2393.0
	-2363.6
	19.1 HIGH
	2972.3
	2412.1

	Total Depth
	3038.0
	2462.6
	-2433.2
	6.3 LOW
	3031.5
	2456.3


	LWD RUN # 2 TOOL OFFSETS

	SENSOR
	LENGTH TO BIT (m)
	SENSOR
	LENGTH TO BIT (m)

	GR RAB
	11.61
	APWD
	14.83

	RES. – BIT
	5.55
	SONIC
	27.42

	RES. – RING
	11.97
	NEUTRON – FAR
	35.05

	RES. – BUTTON – SHALLOW
	12.44
	NEUTRON – NEAR
	34.90

	RES. – BUTTON – MEDIUM
	12.32
	DENSITY – LONG
	33.93

	RES. – BUTTON – DEEP
	11.83
	DENSITY – SHORT
	34.03

	D&I
	18.08
	ULTRASONIC
	33.55


	Current Formation 
	


	GAS DATA


	DEPTH

(m)
	TOTAL

GAS (U)
	C1 %
	C2 %
	C3 %
	iC4 %
	nC4 %
	C5 %

	MAX (FCP/FGP)
	
	
	
	
	
	
	
	

	MAX (Reserval)
	
	
	
	
	
	
	
	

	BG (FCP/FGP)
	
	
	
	
	
	
	
	

	BG (Reserval)
	
	
	
	
	
	
	
	

	CG (FCP/FGP)
	
	
	
	
	
	
	
	

	CG (Reserval)
	
	
	
	
	
	
	
	

	TRIP GAS (FCP)
	3013.0
	27
	0.134
	0.004
	0.004
	0.004
	0.006
	0.004

	TRIP GAS (Reserval)
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No. 
	
	2

	SIZE                 (in)
	
	8½

	MANUFACTURER/TYPE
	
	Hycalog RSX613M-C2

	JETS                 (/32 inch)
	
	6 x 18

	DEPTH IN       (m)
	
	2700.0

	DEPTH OUT   (m)
	
	3038.0

	METRES ON RUN (m)
	
	338.0 m

	HRS ON BTM 24hrs / total
	
	11.5 / 14.9

	BIT CONDITION
	
	0-1-BT-S-X-IN-NO-TD

	RPM RANGE LAST 24 hrs
	
	

	Pump Hrs  24 hrs / total
	
	18.4 / 29.7

	Krevs         24 hrs / total
	
	198 / 258

	24 HOUR SUMMARY


	Circulated and conditioned mud and rotated and worked string whilst pumping 30 barrel hi-vis pill and circulated hole clean. Wash pipe leaked. Flow checked, OK. Pulled out of hole from 3038.0 mMDRT to above the top of the Latrobe to 2694.0 mMDRT. Rig service, replaced wash pipe. Ran in hole from 2694.0 mMDRT to well Total Depth of 3038.0 mMDRT. Circulated and conditioned mud, rotated and worked string whist pumping 30 barrel hi vis pill and circulated 2 times bottoms up until shakers clean. Rack back one stand every 30 minutes from 3038.0 mMDRT to 2956 mMDRT. Flow check, OK. Pulled out of hole from 2956.0 mMDRT to 2811.0 mMDRT wet. Flow checked, OK. POOH with 5" drill pipe from 2811.0 mMDRT to 2107.0 mMDRT. Rigged up 4" handling gear. Continued to pull out of hole with 4" drill pipe from 2107.0 mMDRT to 675.0 mMDRT at a controlled rate due to high winds. Rotated and worked string whilst circulating until shakers were clean. Preformed flow check, OK. Pulled out of hole with 4" drill pipe from 675.0 mMDRT to inside shoe at 529.0 mMDRT at a controlled rate due to high winds. Rig service. Pulled out of hole with 4" drill pipe from 529.0 mMDRT to inside shoe at 208.0 mMDRT at a controlled rate due to high winds. Flow checked well for 15 minutes, OK. Rigged up 5" handling gear and spaced out for BOP’s. Changed out MPR’s to 4½" – 7" VBR’s. Pulled out of hole with BHA from 208.0 mMDRT to 37.0 mMDRT. Racked back HWDP and jars. Continued pulling out of hole LWD-MWD BHA. Anadrill removed radioactive source. Continued to pull out of hole with LWD-MWD BHA from 37.0 mMDRT to surface. Anadrill continued to remove radioactive source. Flushed assembly and laid it out. Function tested Koomey and BOP remote panels whilst clearing rig floor of excess equipment. Made up running tool and ran in hole to retrieve wear brushing and laid out same. Made up jetting tool and ran in hole and jetted BOP’s and wellhead. Laid out same. Made up BOP test plug. Ran in hole and located. Rigged up test lines and tested, OK. Howco conducted BOP shell test and 4½"-7" VBR’s, 300 psi / 3000 psi for 5 minutes, OK. Rigged down high-pressure lines and blow out test plug. Rigged up Weatherford equipment for running 7" casing whilst monitoring well.

	05:00 AM UPDATE
31-05-2007
	Made up 7" shoe track assembly. Test floats, OK. Ran in hole to 37.0 mMDRT. Continued to run in hole with 7" casing string from 37.0 mMDRT to 595.0 mMDRT.



