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Depth Control Remarks

1. IDW used as primary depth control
2. Z Chart used as a secondary depth control
3. Log correlated to Esso Solar Composite Log of 20−Mar−2001, provided by client.
4. 
5. 
6. 

Reference Log Date: 20−Mar−2001

Top shot: 2703.0m MDKB
Gun 1
Safe Initiated
2 1/8"  6spf, 45 degree phased powerjet perforating gun incorporating GR/CCL.
Objective: Perforate the interval 2703.0m to 2708.0m MDKB using a
Log correlated to Solar Composite Log dated: 20−Mar−2001, provided by client.
REMARKS:  RUN NUMBER 1 REMARKS:  RUN NUMBER 2
OS5: OS5:
OS4: OS4:
OS3: OS3:

GR−CCLOS2: OS2:
MWPTOS1: OS1:

OTHER SERVICES1 OTHER SERVICES2

DISCLAIMER
THE USE OF AND RELIANCE UPON THIS RECORDED−DATA BY THE HEREIN NAMED COMPANY (AND ANY OF ITS
AFFILIATES, PARTNERS, REPRESENTATIVES, AGENTS, CONSULTANTS AND EMPLOYEES) IS SUBJECT TO THE TERMS
AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED−DATA; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDING
COMPANY’S USE OF AND RELIANCE UPON THE RECORDED−DATA; AND (c) CUSTOMER’S FULL AND SOLE RESPONSIBILITY
FOR ANY INFERENCE DRAWN OR DECISION MADE IN CONNECTION WITH THE USE OF THIS RECORDED−DATA.

DEPTH SUMMARY LISTING

Depth System Equipment

Depth Control Parameters

Date Created: 25−OCT−2007  9:51:48

Depth Measuring Device

Type: IDW−E
Serial Number: 727
Calibration Date: 20−Sep−2007
Calibrator Serial Number: 727
Calibration Cable Type: 2−32ZT
Wheel Correction 1: −4
Wheel Correction 2: −3

Tension Device

Type: CMTD−B/A
Serial Number: 1711
Calibration Date: 25−Oct−2007
Calibrator Serial Number: 1173
Calibration Gain: 0.97
Calibration  Offset: −437.00

Logging Cable

Type: 2−32ZT
Serial Number: 24187
Length: 6299.91  M

Conveyance Method: Wireline
Rig Type: Offshore_Fixed

Log Sequence: Subsequent Log In the Well

Reference Log Name: Esso Solar Composite
Reference Log Run Number:
Reference Log Date: 20−Mar−2001

   
          

   
          

   
          



6.81MPD−MB YEL1

7.35AH−121 
AH−121 22

7.92AH−WPSA BA
AH−WPSA 4001

7.93

8.33SAH−G YEL1
SAH−G 1032

11.15MWPT−CA ORA1
MWPH−AA 90
MWPS−AA 121

12.13MWGT−AA BLK1
MWPG−AA 24
MWGH−AA 19

12.34AH−124 BLK1

12.74AH−SWHS A
AH−SWHS 759

13.44AH−SWBS YEL1
AH−SWBS 787

14.14AH−SWBS YEL1
AH−SWBS 786

14.83AH−SWBS YEL1
AH−SWBS 785

TOOL ZEROTension 
SMWP Temp 

SMWP Pres 
CCL 

2.41MWPG GR 

                                                        
                                                        
                                                        
                                                        
                                                        

RUN 1 RUN 2

Thanks for using Schlumberger
Crew: P.Battems & G. Brady

BHP after firing: 3755.3 Psia
BHP Before firing: 3493.1 Psia
CCL Stop Depth: 2699.05.m MDKB
CCL to Top Shot: 3.95m

STOP STOPSTART STARTLOGGED  INTERVAL LOGGED  INTERVAL
FLUID LEVEL: FLUID LEVEL:

15C0−309PROGRAM VERSION: PROGRAM VERSION:
SERVICE ORDER #: SERVICE ORDER #:

RUN 1 RUN 2
EQUIPMENT   DESCRIPTION

DOWNHOLE  EQUIPMENT

14.83AH−SWBS YEL1
AH−SWBS 785

SURFACE  EQUIPMENT
MWPM−AA 3005



MD
Production String Well Schematic Casing String

MDOD ID OD ID

(in) (m) (m) (in)

9.625 Casing String

7.000 6.184 Casing String

3.500 2.992Tubing

39.97.000 3.500Tubing Hanger

454.03.500 2.750SSSV

874.03.500 2.750Sliding Sleeve

914.03.500 275.000Sliding Sleeve

899.07.000 3.500Packer

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 2.13 IN

5.84MWP_GUN 
GUN

6.27AH−ESIC YEL1
AH−ESIC 606252

6.81MPD−MB YEL1
MPD−MB 264

TOOL BOTTOM



OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3357−Q2_2007 MWPT−CA SRPC−3357−Q2_2007
MWGT−AA SRPC−3357−Q2_2007

Input DLIS Files
DEFAULT PERFO_026LTP FN:24 PRODUCER 25−Oct−2007 16:51 2699.0 M 2.7 M

Output DLIS Files
DEFAULT PERFO_026PTP FN:31 PRODUCER 25−Oct−2007 17:46 2699.0 M 2.7 M

 Company: Esso Australia Pty Ltd  Well: BTA  A−3W 

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

Gun Firing Record

3095.0 9.625 Casing Shoe

3171.0 7.000 6.184 Casing Shoe

1349.03.500 2.992Tubing Bottom

1337.03.500 2.635Nipple

1333.07.000 3.500Packer

1082.5 Squeezed Perforations

1094.5

2671.0 Perforations

2676.0

3146.0 PBTD



00:08:51
00:09:00 3729.9 261.9
00:09:09

3732.3 262.000:09:18
00:09:27 3734.1 261.9
00:09:36
00:09:45 3736.0 262.2
00:09:54

3737.7 261.800:10:03
00:10:12 3739.2 261.9
00:10:21
00:10:30 3740.7 261.9
00:10:39

3742.1 261.900:10:48
00:10:57 3743.1 262.0
00:11:06
00:11:15 3744.3 261.9
00:11:24

3745.2 262.000:11:33
00:11:42 3746.3 261.8
00:11:51
00:12:00 3747.1 262.0
00:12:09

3747.9 261.900:12:18
00:12:27 3748.6 262.1
00:12:36
00:12:45 3749.2 262.1
00:12:54

3749.9 261.900:13:03
00:13:12 3750.4 262.0
00:13:21
00:13:30 3750.9 262.1
00:13:39

3751.5 262.000:13:48
00:13:57 3751.8 262.0
00:14:06
00:14:15 3752.2 262.1

00:08:42 3727.5 262.0

Casing Collar Locator (CCL_SL)
(−−−−)−19 1

Firing
Sequence

State (FSS_
SL)
(−−−−)

0 1024

Strain Gauge Pressure (SGP_SL)
(PSIA)3400 3800

Temperature (TEMP_MWPT_SL)
(DEGF)250 270

Elapsed
Time

(ETIM)
(S)

Pressure (SGPA_
SL)

(PSIA)

Temperature
(TEMP_MWPT_SL)

(DEGF)

Time Mark Every  60 S

00:14:24
3752.5 262.200:14:33

00:14:42 3752.8 262.1
00:14:51
00:15:00 3753.2 262.1
00:15:09

3753.4 262.100:15:18
00:15:27 3753.7 262.3
00:15:36
00:15:45 3753.9 262.0
00:15:54

3754.3 262.000:16:03
00:16:12 3754.4 262.1
00:16:21
00:16:30 3754.6 262.2
00:16:39

3754.7 262.200:16:48
00:16:57 3755.0 262.1
00:17:06
00:17:15 3755.2 262.1
00:17:24

3755.3 262.000:17:33

00:14:06
00:14:15 3752.2 262.1



Casing Collar Locator (CCL_SL)
(−−−−)−19 1

Firing
Sequence

State (FSS_
SL)
(−−−−)

0 1024

Strain Gauge Pressure (SGP_SL)
(PSIA)3400 3800

Temperature (TEMP_MWPT_SL)
(DEGF)250 270

Elapsed
Time

(ETIM)
(S)

Pressure (SGPA_
SL)

(PSIA)

Temperature
(TEMP_MWPT_SL)

(DEGF)
PIP SUMMARY

00:00:00 3493.0 257.9
00:00:09

3492.9 257.900:00:18
00:00:27 3493.1 257.9
00:00:36
00:00:45 3492.9 257.9
00:00:54

3493.0 257.900:01:03
00:01:12 3493.0 257.8
00:01:21
00:01:30 3493.1 257.8
00:01:39
00:01:48
00:01:57
00:02:06
00:02:15
00:02:24

3502.9 257.900:02:33
00:02:42 3510.5 258.4
00:02:51
00:03:00 3522.6 258.9
00:03:09

3536.0 259.500:03:18

Firing Gun

00:03:27 3551.1 259.7
00:03:36
00:03:45 3567.1 260.3
00:03:54

3583.1 260.700:04:03
00:04:12 3598.2 260.9
00:04:21
00:04:30 3612.6 261.3
00:04:39

3625.7 261.100:04:48
00:04:57 3637.7 261.3
00:05:06
00:05:15 3648.6 261.4
00:05:24

3658.5 261.400:05:33
00:05:42 3667.7 261.5
00:05:51
00:06:00 3675.7 261.6
00:06:09

3683.2 261.600:06:18
00:06:27 3690.0 261.7
00:06:36
00:06:45 3695.8 261.6
00:06:54

3701.3 261.800:07:03
00:07:12 3706.3 261.8
00:07:21
00:07:30 3710.7 261.8
00:07:39

3714.7 261.800:07:48
00:07:57 3718.3 261.8
00:08:06
00:08:15 3721.8 261.8
00:08:24

3724.5 261.700:08:33
00:08:42 3727.5 262.0

00:03:09
3536.0 259.500:03:18



                 PERFO2 Operational Summary Listing

Device  Status  Req Depth ( M)  Obs Depth ( M)  Time Used
−−−−−−  −−−−−−  −−−−−−−−−−−−−−  −−−−−−−−−−−−−−  −−−−−−−−−−−−−−−−−−−−
GUN1    Used            2703.0        2703.0  Thu Oct 25 16:53:25 2007

OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3357−Q2_2007 MWPT−CA SRPC−3357−Q2_2007
MWGT−AA SRPC−3357−Q2_2007

Input DLIS Files
DEFAULT PERFO_025LUP FN:23 PRODUCER 25−Oct−2007 16:37 2742.3 M 2644.7 M

Output DLIS Files
DEFAULT PERFO_025PUP FN:30 PRODUCER 25−Oct−2007 17:44 2742.3 M 2645.2 M

 Company: Esso Australia Pty Ltd  Well: BTA  A−3W 

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

Input DLIS Files
DEFAULT PERFO_026LTP FN:24 PRODUCER 25−Oct−2007 16:51 2699.0 M 2.7 M

Output DLIS Files
DEFAULT PERFO_026PTP FN:31 PRODUCER 25−Oct−2007 17:46

OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3357−Q2_2007 MWPT−CA SRPC−3357−Q2_2007
MWGT−AA SRPC−3357−Q2_2007

 Format: MWP_SL       Vertical Scale:   1" per 60S  Graphics File Created: 25−Oct−2007 17:46

Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

System and Miscellaneous
PP Playback Processing NORMAL

PIP SUMMARY

Time Mark Every  60 S

Gun
Shooting Pass



3742.5 258.3

3740.3 258.0

3738.5 257.8

3736.8 257.7

3734.7 257.5

3732.9 257.5

3731.2 257.4

3729.0 257.3

3727.2 257.2

3725.6 257.2

3723.6 257.1

3721.8 257.1

2675 3720.0 257.0

3718.1 256.9

3716.3 256.9

3714.4 256.8

3712.7 256.8

3711.0 256.7

3709.2 256.7

3707.4 256.6

3705.4 256.6

3704.0 256.5

3744.1 258.7

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)3400 3800

Temperature (TEMP_MWPT)
(DEGF)250 270

Tension (TENS)
(LBF)0 1000

Pressure (SGPA)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

Time Mark Every  60 S

3701.9 256.5

3700.2 256.4

3698.5 256.4

3696.8 256.3

3695.0 256.3

3693.1 256.2

3691.1 256.2

3689.5 256.1

3687.8 256.1

3686.0 256.0
2650 3684.2 256.0

3682.5 255.9

3680.6 255.9

3678.9 255.8

3704.0 256.5



Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)3400 3800

Temperature (TEMP_MWPT)
(DEGF)250 270

Tension (TENS)

3549.7 259.3

3548.0 259.3

3546.3 259.4

3544.6 259.3

3542.6 259.3

3540.9 259.3

3539.0 259.2

3537.1 259.2

3535.5 259.2

3533.7 259.1

3532.1 259.1

3530.4 259.0

3528.4 259.0

3526.8 258.9
2725 3525.0 258.9

3523.3 258.8

3521.5 258.8

3519.9 258.7

3517.9 258.7

3516.3 258.6

3514.5 258.6

3512.7 258.5

3510.8 258.5

3509.5 258.4

3507.5 258.4

3505.8 258.3

3504.0 258.3

3502.1 258.2

3500.4 258.2

3498.7 258.2

3497.2 258.1

3495.3 258.1

3493.6 258.0

3491.8 257.92700
3556.5 258.9

3754.0 261.8

3751.8 260.9

3749.9 260.2

3748.1 259.6

3745.9 259.1

3744.1 258.7

3517.9 258.7

Perfo Interval: 2703−2708 M

CCL to Top Shot= 3.95 M

CCL Stop Depth= 2699.05 M



OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3357−Q2_2007 MWPT−CA SRPC−3357−Q2_2007
MWGT−AA SRPC−3357−Q2_2007

Input DLIS Files
DEFAULT PERFO_024LUP FN:22 PRODUCER 25−Oct−2007 16:21 2750.1 M 2658.3 M

Output DLIS Files
DEFAULT PERFO_024PUP FN:29 PRODUCER 25−Oct−2007 17:37 2750.1 M 2658.8 M

 Company: Esso Australia Pty Ltd  Well: BTA  A−3W 

Temperature
(TEMP_MWPT)

(DEGF)

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

Gun
Correlation Pass

Input DLIS Files
DEFAULT PERFO_025LUP FN:23 PRODUCER 25−Oct−2007 16:37 2742.3 M 2644.7 M

Output DLIS Files
DEFAULT PERFO_025PUP FN:30 PRODUCER 25−Oct−2007 17:44

OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3357−Q2_2007 MWPT−CA SRPC−3357−Q2_2007
MWGT−AA SRPC−3357−Q2_2007

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 25−Oct−2007 17:44

Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

System and Miscellaneous
DO Depth Offset for Playback 0.0 M
PP Playback Processing NORMAL

Tension (TENS)
(LBF)0 1000

Pressure (SGPA)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)
PIP SUMMARY

Time Mark Every  60 S



3495.0 258.2

3493.0 258.1

3491.4 258.1

3489.6 258.0

3487.7 258.0

3486.1 257.9
2700

3484.3 257.9

3482.4 257.8

3480.7 257.8

3479.0 257.7

3477.0 257.7

3475.4 257.6

3473.6 257.6

3471.6 257.6

3470.2 257.5

3468.4 257.5

3466.4 257.4

3464.9 257.4

3463.0 257.3

3461.1 257.3

3459.3 257.2

3457.7 257.1

3496.9 258.2

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)3400 3600

Temperature (TEMP_MWPT)
(DEGF)250 270

Tension (TENS)
(LBF)0 1000

Pressure (SGPA)
(PSIA)

(DEGF)

3455.8 257.1

3454.2 257.0

3452.5 257.0

3450.6 257.02675

3448.9 256.9

3447.2 256.9

3445.6 256.8

3443.9 256.8

3442.1 256.7

3440.3 256.7

3438.7 256.6

3437.1 256.6

3435.3 256.5

3433.3 256.5

3432.1 256.4

3430.2 256.4

3457.7 257.1



Parameters

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)3400 3600

Temperature (TEMP_MWPT)
(DEGF)250 270

Tension (TENS)
(LBF)0 1000

Pressure (SGPA)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)
PIP SUMMARY

Time Mark Every  60 S

3555.1 259.62750

3553.5 259.6

3551.8 259.5

3550.2 259.5

3548.4 259.5

3546.4 259.4

3544.7 259.4

3543.1 259.4

3541.1 259.3

3539.4 259.3

3537.6 259.3

3535.8 259.2

3534.0 259.2

3532.3 259.2

3530.4 259.1

3528.7 259.1

3527.2 259.0

3525.0 259.0

3523.3 259.0

3521.8 258.9
2725 3519.8 258.9

3518.0 258.8

3516.3 258.7

3514.4 258.7

3512.6 258.6

3510.9 258.6

3509.1 258.5

3507.3 258.5

3505.5 258.4

3503.7 258.4

3502.1 258.4

3500.4 258.3

3498.4 258.3

3496.9 258.2

3535.8 259.2



Gamma Ray (Calibrated)  165.0      N/A        165.0      N/A        N/A        15.00     GAPI
Gamma Ray (Jig − Background)  129.3      N/A        129.3      N/A        N/A        11.76     GAPI
Gamma Ray (Signal) Background  30.00      N/A        3.143      N/A        N/A        N/A       GAPI

Before: 24−Oct−2007 17:54   
MEASUREMENT WHILE PERFORATING GAMMA RAY TOOL Wellsite Calibration − Detector Calibration 

Measurement MasterNominal Before After Change Limit Units

Calibration and Check Summary

MEASUREMENT WHILE PERFORATING GAMMA RAY TOOL / Equipment Identification

Primary Equipment:
GAMMA RAY CARTRIDGE MWPG − AA 24

Auxiliary Equipment:
GAMMA RAY HOUSING MWGH − AA 19

Before: 24−Oct−2007 17:54

Phase

Before

Gamma Ray (Signal) Background  GAPI

(Minimum)
 0        

(Nominal)
 30.00    

(Maximum)
 120.0    

Value

 3.143    

Phase

Before

Gamma Ray (Jig − Background)  GAPI

(Minimum)
 117.6    

(Nominal)
 129.3    

(Maximum)
 141.1    

Value

 129.3    

Phase

Before

Gamma Ray (Calibrated)  GAPI

(Minimum)
 150.0    

(Nominal)
 165.0    

(Maximum)
 180.0    

Value

 165.0    

Detector Calibration 

MEASUREMENT WHILE PERFORATING GAMMA RAY TOOL Wellsite Calibration

MAXIS Field Log

Input DLIS Files
DEFAULT PERFO_024LUP FN:22 PRODUCER 25−Oct−2007 16:21 2750.1 M 2658.3 M

Output DLIS Files
DEFAULT PERFO_024PUP FN:29 PRODUCER 25−Oct−2007 17:37

OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3357−Q2_2007 MWPT−CA SRPC−3357−Q2_2007
MWGT−AA SRPC−3357−Q2_2007

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 25−Oct−2007 17:37

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

System and Miscellaneous
DO Depth Offset for Playback 0.0 M
PP Playback Processing NORMAL

MAXIS Field Log

Calibrations



2 1/8" Power Enerjet
Perforation Record
25−Oct−2007

Company:

Well:
Field:
Rig:
Country:

Esso Australia Pty Ltd

BTA  A−3W
Barracouta
Crane / Prod 2
Australia


