
2678.6189.5

2667.8190.4

2666.1188.6

2664.5187.1

2662.7185.5
SGP

2661.1184.0

2659.4182.7

2658.0181.4

2655.9180.2

2654.2179.4

2653.1178.5

TEMP_MWPT 2650.5177.7

2649.3177.0
TENS

2647.9176.3

2645.8175.5 2075
2644.1174.8

2642.7174.2

2640.4173.5

2639.0172.9

2637.9172.3

2635.4171.7

2633.9171.2

2707.6184.6

Gun stop depth 2093.3m MDKB

OP System Version: 14C0−302
MCM

MWP_GUN 14C0−302 MWPT−CA 14C0−302
MWGT−AA 14C0−302

Output DLIS Files
DEFAULT PERFO_011LUP FN:10 PRODUCER 02−May−2006 15:40

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)0 50

Temperature (TEMP_MWPT)
(DEGF)0 20

Tension (TENS)
(LBF)0 3000

Pressure (SGPA)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

2632.2170.8

2630.4170.3

2628.6169.9

2627.4169.5

2625.4169.1

2633.9171.2



Output DLIS Files
DEFAULT PERFO_011LUP FN:10 PRODUCER 02−May−2006 15:40

OP System Version: 14C0−302
MCM

MWP_GUN 14C0−302 MWPT−CA 14C0−302
MWGT−AA 14C0−302

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 02−May−2006 15:40

OP System Version: 14C0−302
MCM

Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 150

Strain Gauge Pressure (SGP)
(PSIA)0 50

Temperature (TEMP_MWPT)
(DEGF)0 20

Tension (TENS)
(LBF)0 3000

Pressure (SGPA)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

CCL
From CCL to T1

PIP SUMMARY

Time Mark Every  60 S

2708.6184.7CCL
2100 2708.7184.6

2708.4184.8

2708.5184.8

2708.5184.7GR
2707.6184.6

Zone perforated 2096.8m to 2100m MDKB


