[image: image1.emf]                     2-7/8"EUE TEST STRING

WELL: DATE: 

ITEM

DESCRIPTION MIN. ID.

No. 

(m) (m KB) (in)

1

2

WG - 7-1/16"x 2-7/8" EUE "EN" tubing hanger.c/w 2-1/2" BPV threads

3

xxx Jts of 2-7/8" EUE, J55, 6.5 lb/ft new tubing torqued to 2060 f-lb

4

On/Off conn 2-7/8" L10  2.31 X profile pinned shear up

2.31"

5

Baker 7" x 2-7/8" EUE Hornet retrievable packer.

6

1 Jt of 2-7/8" EUE, 6.5 lb/ft new tubing 

7

X Nipple 2-7/8" 2.31

2.31"

8

Underbalancing disk, glass, 4000 psi burst, with collar as WEG

PERFORATED  INTERVALS:

 (m / RT) GUN:

SIZE TYPE SPF TYPE WT(g)

REMARKS: 

ANNULUS FLUID: 2% KCl brine

INDICATED STRING WEIGHT:            

CALCULATED STRING WEIGHT:      

LANDED WEIGHT:                            

COMPRESSION: 10-15,000 lbs

NOT TO SCALE WELLSITE SUPERVISOR

PROPOSED:                X TUBING INSTALLATION DATE: 

RE-COMPLETION: DRAFTED:  DATE: 

COMPLETION:            X      REVISED:  DATE: 

 PBTD ~1439 m RT CHECKED BY



2.00

1.50

9.62



Glenaire 1

xx/xx/2006



CHARGES:



LENGTH DEPTH KB



~2900



0.50



PROPOSED COMPLETION



FORMATION



K.B. to top of tubing spool flange
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