
Company
Well

Interval
Created

 : Karoon Gas Pty Ltd

 : Megascolides 2

 : 1710.00 - 1874.40 meters 

 : 24/Jan/2007 3:29:51 AM

FORMATION EVALUATION LOG

    INTERPRETED
    LITHOLOGY

    LITHOLOGY

CHROMATOGRAPH REMARKS    CORE
    OIL SHOWS

MD meters 1:500

TOTAL GASRATE OF PENETRATION

TOTAL GAS

 0.5  0.4  0.3  0.2  0.1 
%

ROP (0-50m/hr)
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Methane ppm 1 10000 

Ethane ppm 1 10000 

Propane ppm 1 10000 

iso-Butane ppm 1 10000 

n-Butane ppm 1 10000 

iso-Pentane ppm 1 10000 

n-Pentane ppm

 10000  1000  100  10 

Backup ROP (50-200m/hr)
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WOB (klb)

 50  45  40  35  30  25  20  15  10  5 

TORQUE AVG

 50  45  40  35  30  25  20  15  10  5 
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Sandstone: off wh-med grn gy, vf-f, 
dom vf, sbang-rnd, mod srtd, abnt off 
wh arg mtx-mtx sprtd, strng sil & calc 
cmt, abnt off wh altrd felds grn, com 
gy grn volc lith, tr red brn lith, tr blk 
coal det, tr calc lined frac, hd-v hd, no 
vis por, no oil fluor. WTG 0.0082% @ 1722m 22/01/2007 

Claystone: gy-dk gy-med brn gy, v 
slty i/p, vf aren w/altrd felds gr i/p, 
mod carb, tr-com blk carb flecks & 
coal det, com micmic, rr calc lined 
frac, hd, sbfiss-fiss. 

Sandstone: off wh-med grn gy, vf-f, 
dom f sbang-rnd, mod srtd, abnt off 
wh arg mtx-mtx sprtd, v strng sil & 
mod calc cmt, abnt off wh altrd felds WOB: 21-33klbs 

RPM: 149-183 
Flow in: 330-349gpm 
SPP: 894-1015psi 

grn, com gy grn volc lith, tr red brn 
lith & qtz grn, tr-com blk coal det, rr 
calc lined frac, v hd, no vis por, no oil 
fluor. 

MWIN:9.15ppg Mud temp:58deg 
PV/YP:23/25 FV:56 Gels:3/4 
Solids:5.3% pH:10.2 

Shale: med brn-med dk brn gy-dk gy, 
mod slty i/p, mod carb, tr micmic, tr 
calcite & geothite lined fract, hd, sil 
text, subfiss. 

23/01/2007 

Sandstone: off wh-med grn, vf-occ f, 
sbrnd-rnd, mod srtd, abnt gn argil 
mtx, v strng sil, wk-mod calc cmt, 
abnt altd feld gr, com gy gn lith, com 
rd brn lith, tr qtz gr, tr f brn mic flks, tr 
blk coal det, tr calcite and geothite 
lined frac, v hd, no vis por, no oil 
fluor. 

0.068% @ 1794m 

WOB: 16-38klbs 
RPM: 29-88 
Flow in: 437-469gpm

Claystone: off wh-med brn-med brn 
gy-med dk gy, v slty i/p, v f aren 

/ lt d f ld i/ l b t



1810
1820
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1840
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1860

1870

Flow in: 437 469gpm
SPP: 1618-1805psi w/altrd felds grn i/p, sl-v carb, tr-com

blk carb flks & coal det, com mic, tr 
calc lined frac, hd sbfiss-fiss. 

24/01/2007 

NB5  Sec DBS, EBXS 12DS 
8-1/2" 
Jets: 1x13, 2x14 In: 1810m, Out: 
xxxxm 
Drilled: xxxm in xx.xhrs 
Bit Grade: ????????? 
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